
























































































































|   RUBBER AND VINYL RISERS  |

Risers cover the rear edge of tread to eliminate 
labor-intensive hand trimming. They are sized to fit 
most stair risers, but can be trimmed to fit any height 
(7"or less) or length. Risers are .100" thick. Note: 9 
ft. (2.73m) risers are available for rubber treads #30 
Diamond Design, #93 Textured Design, #96 and #98 
Vantage Profile Designs, and #99 Hammered Design.

Note: Rubber warning tiles also can be used to 
alert the visually impaired to approaching stair-
ways. Size: 1/8" gauge, 12" x 12". In addition, 
all Roppe tiles can be used on landings.
Diamond and Smooth landing mats are also 
available 27" x 27".

|   RUBBER LANDING MATS/TILES  |

Stringers are available in 10" x 50' vinyl and  
10" x 72" or 12" x 72" rubber, and in all of  
the colors in coordinating tread lines at a  
Single Price Point. Stringers are .080" thick.

|   RUBBER AND VINYL STRINGERS  |

relief cut
Many of our treads include a molded 
relief cut that aids in the installation  
of our treads on today’s angled stairs.

 tapered nose
Many Roppe treads have a tapered 
nose for a clean fit. They help reduce 
tripping hazards while providing a  
better finished look.

60°

90°

L – safety yellow

K – black

W – pebble white

G – ocean gray

T – teak brown

E – beige

A – galley red

D – glow strip

rubber and vinyl 
treads for the 
visually impaired
Designed to improve 
safety for the visually 
impaired, Roppe stair 
treads are available 
with grit strips and 
in contrasting colors. 
In addition, rubber 
detectable warning tiles 
help signal changes  
in elevation.

vantage raised design rubber tread 
w/o riser*, 194 burnt umber
raised design warning tile,  
194 burnt umber
rubber riser, 194 burnt umber
* 2" abrasive strip, safety yellow

* Rubber inserts can be added to rubber treads #30/31, #60/61,  
#80/81, #92, #93, #94, #95, #96, #97, #98 and #99.

RUBBER INSERTS
Designed for use in our rubber or vinyl stair tread lines, 
rubber inserts provide a tactile surface that’s durable and 
easy to clean.  The low-profile ribbed surface, or smooth 
option, are available in 2" strips and offered in colors that 
coordinate with many of our other product lines.

LL – Safety Yellow		

AL – Almond		

KK – Black

MG – Dark Gray

TT – Brown
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RUBBER STAIR TREADS



tread
V I N Y L  T R E A D

heavy-duty vinyl tread, 172 champagne
vinyl riser, 172 champagne

VINYL STAIR TREADS

Our vinyl stair tread designs combine the best 
of two worlds – affordability and durability –
without sacrificing the good looks and quality you’ve come to expect 
from Roppe products. With many colors and designer styles to pick 
from, you’ll find the perfect complement for your stair tread project.
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pinnacle plus
W A L L  B A S E

pinnacle plus wall base profile #55 nobility, 174 smoke
rubber corner blocks, 174 smoke
rop-cord® recycled rubber tile, indigo

pinnacle plus wall base profile #10 serenity, 124 taupe
rubber micro corner block, 124 taupe
dimensions rubber tile 983 random pattern, 631 sahara

PINNACLE PLUS  |   CORNERS

The architectural lines of Pinnacle Plus wall base 
reveal Roppe’s keen attention to detail. 
Formulated with all of the same features and benefits that make 
Pinnacle rubber base the professional’s choice, Pinnacle Plus base gives 
the industry unique profiles and exciting options in design. 
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rubber corner blocks

outside corner inside corner outside corner

micro corners

inside corner

#10

profile height 4"
packaged 60' per coil 
1/8" thickness

#15

profile height 5-1/4"
packaged 60' per coil
1/8" thickness

#20

profile height 4"
packaged 120' per coil
1/8" thickness

#00

profile height 4"
packaged 60' per coil
1/8" thickness

#30

profile height 4"
packaged 120' per coil
1/8" thickness

#35

profile height 4-9/16"
packaged 60' per coil
1/4" thickness

#25

profile height 4-9/16"
packaged 60' per coil
1/4" thickness

#85

profile height 4-1/4"
packaged 60' per coil
1/4' thickness

#05

profile height 2-1/2"
packaged 60' per coil
1/4" thickness

#50

profile height 4"
packaged 60' per coil
1/8" thickness

profile height 5-1/2"
packaged 48' per ctn.
3/8" thickness

#55

#65

profile height 4-5/8"
packaged 48' per ctn.
3/8" thickness

#75

profile height 3"
packaged 48' per ctn.
3/8" thickness

#90

profile height 4"
packaged 60' per coil
1/8" thickness

#95

profile height 5-1/2"
packaged 60' per coil
1/8" thickness

serenity	

impulse

draft

sketch

sleek

classic

impressions

nobility

level

fashion

vertical

invent

contrive

simplicity

intrigue

For colors,  
see page 5

• 	 Free of Red List chemicals, PVC, phthalates, and 
halogens.

• 	 Made in the U.S.A. and meets FloorScore®,  
NSF 332 Gold and CHPS criteria.

• 	 Available in 15 profiles that range in heights from  
2-1/2” to 5-1/2”.

•	 Inexpensive upgrade from standard wall base that 
adds visual appeal to any design.

• 	 Roppe Rubber Corner Blocks and Micro Corners are 
recommended. Inside and outside profiles available.

• 	 All colors are inherent throughout and available at a  
Single Price Point.

67PINNACLE PLUS  |   CORNERS

The dreaded corner – it’s often  
viewed as the most difficult, costly  
and time-intensive element of any  
wall base installation.
To resolve this issue, we’ve developed rubber 
corner blocks. Gone are the days of adding 
labor costs to cut or form corners at the jobsite. 
Gone too are the days when complaints were 
filed because the base and corner product do 
not match. Pinnacle Plus wall base and corners 
are available in 70 colors.

corners

PINNACLE PLUS  |   CORNERS

See pages 80-81 for installation 
and maintenance products.

I N S TA L L AT I O N  P R O D U C T S
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contours
P R O F I L E D  W A L L  B A S E  S Y S T E M T M

contours profiled wall base, 184 almond
envire rubber sheet, HL05 wheat fields

CONTOURS

Contours Profiled Wall Base SystemTM offers the 
look of wood base with the enhanced properties 
resilient base touts, such as resistance to chipping, 
absorbing moisture or splintering. 
Plus, Contours helps save on labor intensive and costly tasks of nailing, 
filling and finishing traditional wood trim. Contours can also mask irregular 
surfaces and wrap around gentle curves. Contours installs easily and saves 
money and time during installation and over the life of the project.68
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For colors,  
see page 4

• 	 Durable TPR rubber compound contains bio-
based phthalate free plasticizer, from a rapidly 
renewable resource.

• 	 Made in the U.S.A. and meets FloorScore®,  
NSF 332 Gold and CHPS criteria.

• 	 Produced in 40’ cartons. Available in 14 profiles 
with heights ranging from 3” to 7-3/4”, a quarter 
round and corner options.

• 	 Satin finish provides the look of custom-crafted 
woodwork, eliminating the nailing, sanding and 
priming associated with wood.

• 	 Natural flexibility conceals irregularities in floors, 
walls and corners (e.g., seam of floor and wall, 
bowing walls, etc.), and allows for installing 
around architectural curves.

• 	 All colors available at a Single Price Point. Other 
Roppe colors and custom colors available, 
minimums apply.

69VISUELLÉ

Designed to set the standard for 
simplicity and efficiency.
Our rubber corner blocks alleviate costly hand-
scribing, wasted time and extra skilled craftsmen 
from the corner-forming process. These rubber 
corners also add durability because they are less 
likely to get damaged or detached during everyday 
use and maintenance of the interior space. Some 
profiles may also be miter cut for a clean look.

corners

CONTOURS

outside cornerinside corner

rubber corner blocks

3/8" 3/8"

inside corner outside corner

micro corners

1/4" 1/4"

contours
B A S E  P R O F I L E S

See pages 80-81 for installation 
and maintenance products.
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novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090

C
O

N
TO

U
RS

contours
P R O F I L E D  W A L L  B A S E  S Y S T E M T M

     



With its moderate pricing and beautiful  
color palette, our 700 Series wall base is  
an outstanding selection for any installation. 
Easier to work with and providing more flexibility than vinyl base products, 
Roppe’s unique blend of thermoplastic rubber and vinyl makes the 700 Series 
an attractive and economical choice for a variety of applications. 

700 series wall base, 100 black
hammered design rubber tile, 100 black

W A L L  B A S E

700 series

70 700 SERIES  |   VINYL BASE
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Low cost and good looks 
highlight Roppe’s Type TV 
thermoplastic vinyl base.
It’s extremely durable without sacrificing 
attractiveness, and very economical 
because it’s made from PVC vinyl.

vinyl base, 127 harvest yellow

vinyl

For colors,  
see page 5

• 	 Durable TPR rubber compound contains bio-based 
phthalate free plasticizer, from a rapidly  
renewable resource.

• 	 Made in the U.S.A. and meets FloorScore®,  
NSF332 Gold and CHPS criteria.

• 	 Moderate flexibility due to its rubber/vinyl mix.

• 	 Thickness of 1/8” (3.175mm) helps hide wall 
irregularities. Standard 2-1/2”, 4” & 6” heights in 4’ 
lengths/120’ per carton or 120’ coils in cove or no-toe.

• 	 Ribbed back for positive adhesion and top-lip design 
that helps base fit tightly against wall.

• 	 All colors available at a Single Price Point.

• 	 Thermoplastic TV compound contains bio-based 
phthalate free plasticizer, from a rapidly  
renewable resource.

• 	 Made in the U.S.A. and meets FloorScore®,  
NSF332 Gold and CHPS criteria.

• 	 Won’t fade, crack or chip, and holds up well under 
tough conditions.

• 	 Available in standard 1/8” (3.175mm) or .080” (2.03mm) 
thicknesses. Standard 2-1/2”, 4” & 6” heights in 4’ 
lengths/120’ per carton or 120’ coils in cove or no-toe.

• 	 Co-extruded top layer resists scuffs and scratches.

• 	 All colors available at a Single Price Point.

W A L L  B A S E

71

See pages 80-81 for installation 
and maintenance products.
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#34 underlap carpet edge 3/16"
• 3/16" butting gauge; fast taper; long flange
• Installation Radius: 6 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

#35 underlap carpet edge 1/4"
• 1/4" butting gauge
• Installation Radius: 8 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

#36 underlap carpet edge 5/16"
• 5/16" butting gauge
• Installation Radius: 6 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

#37 underlap carpet edge 3/8"
• 3/8" butting gauge
• Installation Radius: 6 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

#38 glue-down carpet edge 1/4"
• 1/4" butting gauge undercut; long flange
	 smooth taper 
• Installation Radius: 5.5 ft.
• 10 9-ft. secs. per tube (90 ft.)

#39 glue-down carpet edge 5/16"
• 5/16" butting gauge undercut
• Installation Radius: 5.5 ft. 
• 10 9-ft. secs. per tube (90 ft.)

#40 carpet edge guard 9/32"
• 9/32" butting gauge undercut; long flange,
	 faster taper than #38 
• Installation Radius: 6 ft.
• 10 9-ft. secs. per tube (90 ft.)

#41 tackless carpet bar 1/4"
• 1/4" butting gauge to accept tackless strip; 
	 deep undercut; long flange
• Installation Radius: 12 ft. 
• 10 9-ft. secs. per tube (90 ft.)

#42 custom carpet edging 3/16"
• Notched at 1/8"; undercut 3/16"; long, 
	 smooth taper (similar to #38 and #39)
• Installation Radius: 5.5 ft. 
• 10 9-ft. secs. per tube (90 ft.)

#43 custom carpet edging 1/4"
• Same as #42 above except undercut 1/4";
	 notched at 1/8"
• Installation Radius: 5.5 ft.
• 10 9-ft. secs. per tube (90 ft.)

edge guards
#50 tile/carpet joiner 7/32"
• Provides smooth transition between 
	 carpet and tile
• Installation Radius: 5 ft. 
• 10 9-ft. secs. per tube (90 ft.)

#56 tile/carpet joiner 1/2"
• Similar to #50; wider opening fits wood 
	 and ceramic tile
• Installation Radius: 5 ft.
• 10 9-ft. secs. per tube (90 ft.)

#60 tile/carpet joiner 3/8"
• Similar to #50; wider opening fits wood
	 and ceramic tile 
• Installation Radius: 5 ft.
• 10 9-ft. secs. per tube (90 ft.)

adapter & transitions

#44 fillet strip
• Superb backing for flashing up the wall; 
	 color may vary due to 100% recycled content 
• Installation Radius: 1 inch 
• 16 9-ft. pcs. per ctn. (144 ft.)

    
   

A C C E S S O R I E Srubber

#65 rolling traffic transition  
1/4" to 1/8"
• Transitions 1/4" to 1/8" materials 
• Installation Radius: 12 ft.	
• 10 9-ft. secs. per tube (90 ft.)

2 13/16"

3 3/16"

1/8"1/4"

#66 rolling traffic transition  
3/8" to .080"
• Transitions 3/8" to .080" materials 
•	Installation Radius: 12 ft.	
• 10 9-ft. secs. per tube (90 ft.)

2 13/16"

3 1/8"

.080"
3/8"

#67 rolling traffic transition  
3/8" to 1/8"
• Transitions 3/8" to 1/8" materials
• Installation Radius: 12 ft.	
• 5 9-ft. secs. per tube (45 ft.)

2 13/16"

3 1/8"

1/8"
3/8"

#74 rolling traffic transition 3/8"
• Transitions 3/8" materials to subfloor
•	Installation Radius: 12 ft.	
• 10 9-ft. secs. per tube (90 ft.)

3 1/4"

3 1/2"

3/8"

#75 rolling traffic transition  
3/8" to 1/4"
• Transitions 3/8" to 1/4" materials  
• Installation Radius: 12 ft.	
• 10 9-ft. secs. per tube (90 ft.)

2 15/16"

3 1/8"

1/4"3/8"

#73 rolling traffic transition  
1/4" to .080"
• Transitions 1/4" to .080" materials  
• Installation Radius: 12 ft.	
• 10 9-ft. secs. per tube (90 ft.)

2 15/16"

3 3/16"

.080"9/32"
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#19 corner guard  
length: 54" (standard)
• Heavy-duty protection; special order to 9 ft. 
• Installation Radius: Not Applicable. 
• 6 54" pcs. per ctn.  
	 5 pcs. per ctn. on special order sizes

corner guard

#7 underlap carpet nosing
• For low pile carpet; standard nose (1-1/2") 
• Installation Radius: 11 ft.
• 10 9-ft. secs. per tube (90 ft.)

#8 underlap stair nosing
• Flange-type design for 3/16" low pile  
	 carpet; ribbed
• Installation Radius: 11 ft.
• 10 9-ft. secs. per tube (90 ft.)

#5 & #6 domestic stair nosing
• For very light-duty applications
• Installation Radius: 11 ft.	
• 10 9-ft. secs. per tube (90 ft.)

#m-07 modified underlap  
stair nosing
• Same as #7 above except longer nose (2-1/4")
• Installation Radius: 12 ft.
• 5 9-ft. secs. per tube (45 ft.)

#1 & #2 commercial stair nosing
• For butting to resilient flooring. 2" abrasive 	

strip or ribbed insert available on #1 only; 
ribbed safety surface

• Installation Radius: 11 ft.
• 5 9-ft. secs. per tube (45 ft.)

#3 & #4 residential stair nosing
• Same features as #1 and #2 but  
	 lighter weight, smaller step area
• Installation Radius: 11 ft.
• 10 9-ft. secs. per tube (90 ft.)

nosings

#9 & #10 underlap stair nosing
• Flange-type design for 1/8" low pile  
	 carpet; ribbed 
• Installation Radius: 12 ft.  
• 5 9-ft. secs. per tube (45 ft.)

#11 & #12 single flange carpet 
stair nosing
• Smooth surface; heavy-duty design; 3/8" 
	 butting gauge
• Installation Radius: 12 ft. 
• 5 9-ft. secs. per tube (45 ft.)

#13 & #14 single flange carpet  
stair nosing
• Smooth surface; light-duty design; 1/4"  
	 butting gauge
• Installation Radius: 12 ft. 
• 5 9-ft. secs. per tube (45 ft.)

#15 double flange carpet  
stair nosing
• Smooth surface; 3/8" butting gauge 
• Installation Radius: 12 ft. 
• 5 9-ft. secs. per tube (45 ft.)

#16 double flange carpet 
stair nosing
• Smooth surface; 1/4"  
	 butting gauge
• Installation Radius: 12 ft. 
• 5 9-ft. secs. per tube (45 ft.)

#17 & #18 undercut  
carpet nosing
• 3/16" undercut; ribbed safety surface 
• Installation Radius: 12 ft. 
• 5 9-ft. secs. per tube (45 ft.)

For colors, see page 5
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#20 & #49 transitional reducer  
7/16"(#20)  9/16"(#49) 
• Choose 7/16" or 9/16" butting gauge; 
• Installation Radius: 6 ft. 
• 10 9-ft. secs. per tube (90 ft.)

#21 reducer strip .080" for resilient floor
• Butt to reducer for .080" material; 1" beveled  
	 width for good transition
• Installation Radius: 6 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

.080"

1"

#22 & #48 reducer strip  
1/8"(#22)  3/32"(#48) 
• Same as #21 except choose 1/8" or 3/32"  
	 butting gauge
• Installation Radius: 6 ft. 
• 16 9-ft. secs. per ctn. (144 ft.)

1"

1"

#23 reducer strip 3/16"
• 3/16" butting gauge; 1-5/16" width for smooth, 
	 neat transition
• Installation Radius: 6 ft.
• 16 9-ft. secs. per ctn. (144 ft.)

reducers

#45 reducer strip 1/8"
• 1/8" butting gauge; 1-1/2" width  

for smooth transition
• Installation Radius: 8 ft.
• 16 9-ft. secs. per ctn. (144 ft.) 

#59 reducer strip 1/8"  
tapering to .080"
• Special design for installations where a 1/8" 
	 must meet an .080" floor
• Installation Radius: 4 ft.
• 16 9-ft. secs. per ctn. (144 ft.) 

.080"

#24 reducer strip 1/4"
• Same as #23 except 1/4" butting gauge
• Installation Radius: 4 ft.
• 16 9-ft. secs. per ctn. (144 ft.) 

#25 reducer strip 5/16"
• Same as #23 except 5/16" butting gauge
• Installation Radius: 2 ft.
• 16 9-ft. secs. per ctn. (144 ft.) 

#26 reducer strip 3/8"
• Same as #23 except 3/8" butting gauge
• Installation Radius: 2 ft.
• 16 9-ft. secs. per ctn. (144 ft.) 

#28 carpet cove cap (round)
• Trim for coved carpet; undercut 3/16" 
	 (flexible); angle 45º
• Installation Radius: 4 inches 
• 16 9-ft. secs. per ctn. (144 ft.)

#47 cove cap (square)
• Undercut 1/4"; cap for coved carpets  
	 and wall paneling; angle 45º
• Installation Radius: 4 inches.
• 16 9-ft. secs. per ctn. (144 ft.) 

#46 cove cap (square)
• Undercut 1/8"; cap for coved carpets and  
	 wall paneling; angle 45º
• Installation Radius: 4 inches
• 16 9-ft. secs. per ctn. (144 ft.)

cove caps

#32 half threshold
• Butts to carpet, ceramic tile; wear resistant; 
	 colors; black, brown, black brown, fawn, dark gray  
	 and camel
• Installation Radius: 9 ft. 
• 12 pcs. per ctn.; 30", 36", 42", 48", 60", 72"

#33 full threshold
• Wear resistant compound; colors; black, brown, 
	 black brown, fawn, dark gray and camel
• Installation Radius: Zero 
• 6 pcs. per ctn.; 30", 36", 42", 48", 60", 72"

thresholds

#57 landing trim
• Special design for open stairwells;  
	 length 98"
• Installation Radius: 3 ft.
• 10 98" pcs. per tube (81.7 ft.)

landing trim

    
   

A C C E S S O R I E Srubber

For colors, 
see page 5
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slate design rubber tile, 175 slate
rubber accessory #50, 165 colonial blue

#32 half threshold
• Butts to carpet, ceramic tile; wear resistant; 
	 colors; black, brown, black brown, fawn, dark gray  
	 and camel
• Installation Radius: 9 ft. 
• 12 pcs. per ctn.; 30", 36", 42", 48", 60", 72"
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#166 corner guard 1/8"
length: 54" (standard)
•	1-1/2" returns; standard length 54"
	 (special order to 9 ft., minimum
	 quantities required) 
• Installation Radius: Not Applicable.
•	12 54" pcs. per ctn. (54 ft. on
	 standard orders)

corner guard

#155 single flange track
•	Works with #152, #154, #175 and #179;  
	 color Black only
• Installation Radius: Zero
•	10 12-ft. pcs. per ctn. (120 ft.)

tracks

#178 FLEXI-TRACK® single  
flange track
•	Works with #152, #154, #175 and #179;
	 flexible, contours easily; color Black only
•	Installation Radius: 6 ft.
•	20 12-ft. pcs. per ctn. (240 ft.) 

#204 undercut carpet nosing 1/4"
• Heavy-duty for 1/4" and 5/16" carpet 
• Installation Radius: 11 ft.
• 5 12-ft. secs. per ctn. (60 ft.)

#203 domestic stair nosing 1/8"
• For light-duty applications; installs over vinyl tile 
	 or sheet goods
• Installation Radius: 11 ft.
• 5 12-ft. secs. per ctn. (60 ft.)

#202 overlap stair nosing 1/8"
• Square nosing; ribbed safety surface 
• Installation Radius: 11 ft.
• 10 12-ft. secs. per ctn. (120 ft.)

#206 double undercut stair nosing 1/4"
• For 1/4" and 5/16" carpet
• Installation Radius: 11 ft.
• 5 12-ft. secs. per ctn. (60 ft.)

nosings
#158 cove cap (square) 1/4"
• Cap for coved carpets and wall paneling
•	Installation Radius: 1 ft.
•	40 12-ft. secs. per ctn. (480 ft.)

#161 carpet cove trim
• For coved carpet; undercut 3/16" (flexible)
•	Installation Radius: 10 ft.
•	20 12-ft. secs. per ctn. (240 ft.)

#165 cove cap (square) 1/8"
• Cap for coved sheet vinyl; undercut 1/8"
•	Installation Radius: 1 ft. 
• 50 12-ft. secs. per ctn. (600 ft.)

#193 vinyl flash cap height: 4" 
• Vinyl fillet strip and cove cap in one product; 
	 use for vinyl sheet or carpet up to 1/4" thick
•	Installation Radius: 4 inches 
• 20 5-ft. secs. per ctn. (100 ft.) 

4"

cove caps

#188 cove stick
• Superb backing for flashing up the wall  
	 color Neutral only; angle 45º
• Installation Radius: 2 ft.
• 100 5-ft. pcs. per ctn. (500 ft.) 

#167 fillet strip
• Superb backing for flashing up the wall  
	 color may vary due to 100% recycled content;  
	 angle 45º
• Installation Radius: 1 ft.
• 5 20-ft. coils per ctn. (100 ft.) 

fillets & tub moldings

#189 fillet molding
• Superb backing for flashing up the wall
	 color Snow only; angle 45º
• Installation Radius: 1 ft.
• 25 5-ft. pcs. per ctn. (125 ft.) 

#190 & #191 tub molding
1" (#190) 1-1/2" (#191)
• High-gloss finish, self-stick backing, 1" or
	 1-1/2" cove for tubs, counters, shelves;  
	 colors Snow and Almond only; angle 45º
•	Installation Radius: 1 ft. 
• 24 5-ft. pcs. per ctn. (120 ft.) 

#207 vinyl 3/8" butt stair nosing
• 3/8" butt stair nosing for carpet and Rop-Cord® tile
• Installation Radius: 10 ft., color Black only
• 5 12-ft. secs. per ctn. (60 ft.)
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#174 glue-down reducer 1/4"
• Undercut 1/4" with 2" transition
• Installation Radius: 11 ft. 
•	10 12-ft. secs. per ctn. (120 ft.)

#176 multi-use reducer 1/2"
•	For carpet, ceramic tile or wood floors
•	Installation Radius: 6 ft.
•	10 12-ft. secs. per ctn. (120 ft.)

#196 carpet reducer 3/8"
•	Designed especially for 3/8" carpet
•	Installation Radius: 10 ft.
•	10 12-ft. secs. per ctn. (120 ft.)

#350 quarter round
•	Designed to outperform wood to
	 complement a tread, tile or base job
•	Installation Radius: 3 ft.
•	10 12-ft. pcs. per ctn. (#350)  
	 or 40' coil (#C350)

wall accessories

#152 snap-down divider
•	1-13/32" wide removable section  
	 for joining carpets
• Installation Radius: 6 ft. 
•	20 12-ft. secs. per ctn. (240 ft.)

adapters | transitions

#154 snap-down edging
•	1-9/64" wide removable 
	 section for joining carpet to tile
• Installation Radius: 6 ft.
•	20 12-ft. secs. per ctn. (240 ft.)

#159 tile carpet joiner
•	Provides smooth carpet/ tile transition
•	Installation Radius: 10 ft.
•	20 12-ft. secs. per tube (240 ft.)

#175 snap-down edging
•	1-1/4" wide removable section for joining
	 tile to wood
• Installation Radius: 6 ft.
•	20 12-ft. secs. per ctn. (240 ft.)

#177 tile carpet joiner
•	Joins 1/4" carpet to 1/8" tile
• Installation Radius: 10 ft. 
•	5 12-ft. secs. per ctn. (60 ft.)

#179 snap-down super edge
•	1-7/8" wide removable section for joining
	 carpet to wood/ceramic
• Installation Radius: 6 ft.
•	5 12-ft. secs. per ctn. (60 ft.)

#182 ceramic/wood carpet 
transition 3/8"
•	Molding for joining 5/16" carpet to 3/8"  
	 ceramic/wood flooring
• Installation Radius: 12 ft.
•	10 12-ft. secs. per tube (120 ft.)

#195 feature strip
•	Designed to transition between 1/8" tiles or add
	 interest to floor design 
•	 Installation Radius: 3 ft.
•	50 3-ft. pcs. per ctn. (150 ft.)

#156 glue-down reducer 5/16"
• 5/16" butting gauge undercut;  
	 long flange, smooth taper
• Installation Radius: 18 ft.
• 5 12-ft. secs. per ctn. (60 ft.)

reducers

#160 glue-down reducer 3/16"
• Undercut 3/16"; flange and transition
	 combined; smooth transition
• Installation Radius: 10 ft.
•	20 12-ft. secs. per ctn. (240 ft.)

#168 underslung reducer
• Binder-bar edging for resilient flooring;
	 undercut .115" for use with 1/16" to  
	 1/8" material
• Installation Radius: 3 ft.
• 2 35-ft. coils per ctn. (70 ft.)

#169 glue-down reducer 1/4"
• 1/4" undercut; long flange, smooth taper
•	Installation Radius: 10 ft.
• 5 12-ft. secs. per tube (60 ft.)

#172 tile reducer 1/8"
• Beveled edge for resilient flooring;  
	 1/8" butting edge
• Installation Radius: 18 ft.
• 50 3-ft. secs. per ctn. (150 ft.)

For colors, see page 4
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Choosing the right adhesives is key to the appearance, 
performance and longevity of your floor.
So, always make ExcelsiorTM products your choice to ensure long-lasting and 
dependable service. No matter what the application, we have an adhesive right 
for the job, each specially formulated to be used with Roppe flooring products. In 
fact, ExcelsiorTM adhesives must be used for Roppe warranties to apply.

I N S T A L L A T I O N  &  M A I N T E N A N C E 
P R O D U C T S

excelsiorTM

rubber & vinyl tile adhesives

rubber & vinyl tread adhesives

Recommended Adhesives
I N S TA L L AT I O N  P R O D U C T S

EW-710 Epoxy Modified 
Urethane Adhesive

EW-710 Epoxy Modified 
Urethane Adhesive

C-630 Water Based 
Contact Adhesive

EN-610 Epoxy  
Nose Filler

MS-700 Modified Silane 
Wet-Set Adhesive

AP-520 Acrylic  
Roll On Adhesive

SP-500 Acrylic  
Aerosol Adhesive

AW-510 Acrylic  
Wet Set Adhesive

AW-510 Acrylic  
Wet Set Adhesive

TP-620 Pressure 
Sensitive Tape Adhesive

(rop-cord, recoil, tuflex, spike/skate use MS-700 or EW-710 only;  
subfloor leveler uses AW-510, MS-700 or EW-710.)

80 EXCELSIOR INSTALLATION / MAINTENANCE PRODUCTS

22 oz. Can
Coverage: 100-150 sq. ft. 

per Can

1 Gallon/4 Gallon Pails 
Coverage: 160 sq. ft. per 

Gallon

1 Gallon/4 Gallon Pails 
Coverage: 160 sq. ft.  

per Gallon

2.5 Gal. Pail 
Coverage: 1,000 sq. ft.  

per Pail

3 Gallon Pail
Coverage: 135-235 sq. ft.  

per Gallon

1 Gallon
Coverage: 135-235 sq. ft.  

per Gallon

1 Gallon
Coverage: 135-235 sq. ft.  

per Gallon

1 Quart
Coverage: 20-40 sq. ft. or  
120-140 lin. ft. per Quart

13.5 oz. Cartridge
Coverage: 25-50 lin. ft.  

per Cartridge

   1” x 164’ (6 per case)
  4” x 164’ (3 per case)
9.5” x 164’ (1 per case)



esd flooring adhesives wall base adhesives

installation products

Roppe products are easy to 
maintain using our new ExcelsiorTM 
Maintenance Products. Visit 
roppe.com for available options 
for cleaning and finishing.

Visit roppe.com for the latest data sheets and 
SDS information for all ExcelsiorTM installation 
and maintenance products.

Maintenance 
ProductsM A I N T E N A N C E  P R O D U C T S

WB-600 Acrylic  
Wall Base Adhesive

ASD-800 Acrylic  
Wet Set ESD Adhesive

USD-810 Urethane  
Wet-Set ESD Adhesive

FSU-410 Floating Sound 
Control Underlayment

AW-510 Acrylic  
Wet Set Adhesive

C-630 Water-Based 
Contact Adhesive

CSU-400 Cork Sound 
Control Underlayment
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SU-310 Self-Leveling 
Underlayment

50-Lb. Bag  
Coverage: Refer to data sheet 

for coverage chart

4’ x 35’ x 2mm Roll  
Coverage: 122.5 sq. ft. per roll

1 Gallon/4 Gallon Pails 
Coverage: ~240 sq. ft.  

per Gallon

1 Gallon
Coverage: 160 sq. ft.  

per Gallon

1 Gallon
Coverage: 160-235 sq. ft.  

per Gallon

FiberMat

41.3” x 249’ Roll
Coverage: 857 sq. ft.  

per roll

CP-300 Cementitious 
Patch

10-Lb. Pail
Coverage: 1/8” - 33 sq. ft. 

per bag

MM-100 Moisture 
Mitigation

2.5 Gallons
Coverage: 1000 sq. ft. per 

unit per coat

1 Quart
Coverage: 20-40 sq. ft. or  
120-140 lin. ft. per Quart

30 oz. Cartridge:  
30-70 lin. ft. per Cartridge

4 Gallon Pail:  
180-340 lin. ft per Gallon

NP-230 Non-Porous 
Substrate Primer

2.5-Gallon Pail  
Coverage: 1000 sq. ft.  

per unit

3.5’ x 100’ x 1.9mm Roll  
Coverage: 350 sq. ft. per roll



rubber corner blocks

outside corner inside corner outside corner

micro corners

inside corner

SanitaryButt
Toe Base 5/8"

Long
Toe Base 1"

Standard
Toe Base 5/8"

No
Toe Base

2.00"

Toe Base

BASE TYPE	 THICKNESS	 4 FT. PCS.	 120 FT. COILS

SBR Rubber			   2-1/2"	 (63.5mm)	 2-1/2"	 (63.5mm)
			   3"	 (76.2mm)	 3"	 (76.2mm)	
			   3-1/2"	 (88.9mm)	 3-1/2"	 (88.9mm)
	 1/8"	(3.175mm)	 4"	 (101.6mm)	 4"	 (101.6mm)
			   4-1/2"	(114.3mm)	 4-1/2"	(114.3mm)
			   5"	 (127.0mm)	 5"	 (127.0mm)
			   5-1/2"	(139.7mm)	 5-1/2"	(139.7mm)
			   6"	 (152.4mm)	 6"	 (152.4mm)

Butt Toe*
Long Toe*	 1/8"	(3.175mm)	 4"	 (101.6mm)
Sanitary Toe*

*Available in SBR rubber only.

pinnacle rubber base

OC
Outside

NT OC
No-Toe
Outside

LT OC
Long Toe
Outside

UL OC
Underlap
Outside

Sanitary Corner

IC Standard
Toe, Inside

LT OC
Long Toe 
Outside

OC Standard 
Toe, Outside

NT OC
No Toe
Outside

ST OC
Sanitary Toe

Corner Outside

UL OC
Underlap 
Outside

CORNER TYPE	 LENGTH OF RETURN	 SIZES AVAILABLE

			   2-1/2"	 (63.5mm)
	 2-1/4"	 (57.15mm)	 4"	 (101.6mm)
			   6"	 (152.4mm)

No Toe, Outside	 2-1/4"	 (57.15mm)	 2-1/2"	 (63.5mm)
			   4"	 (101.6mm)

Underlap, Outside*	 3" (76.2mm) (with underlap)	
Long Toe, Outside*	 2-1/4"	 (57.15mm)	 4"	 (101.6mm)
Sanitary Toe, Outside*	 3-3/4"	 (95.25mm)

*Available in SBR rubber only.

Standard Toe, Inside
Standard Toe, Outside

corners

SanitaryButt
Toe Base 5/8"

Long
Toe Base 1"

Standard
Toe Base 5/8"

No
Toe Base

2.00"

Toe Base
SanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base
SanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base
SanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base

standard toe:
For many installations.

no toe:
Adds a decorative 
touch to carpeted 
interiors.

butt toe:
Butts precisely to  
1/8" floor coverings.

long toe:
Extends 1" to cover 	
wide irregularities 
between floor  
and wall.

sanitary toe:
High safety or hygienic 	
applications. The 2" toe  
butts up against our rubber  
tile, eliminating possible  
base-to-tile overlap/gaps.

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

S P E C I F I C A T I O N Sproduct
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pinnacle sbr rubber base (ts)
ARCHITECTS’ MATERIAL SPECIFICATIONS
Flooring accessories shown in the finish schedule or listed herein as Cove Base 
or Wall Base shall be 1/8" (3.175mm) thick Type TS, THERMOSET VULCANIZED 
PINNACLE EXTRUDED RUBBER WALL BASEas manufactured by Roppe 
Corporation, Fostoria, Ohio. It shall be constructed of first quality materials, prop-
erly vulcanized, and shall be smooth and free from imperfections which detract 
from its appearance. The base shall conform fully to all the requirements of 
Standard Specification F-1861, Type TS (Thermoset Vulcanized Rubber), Group 1 
(solid). All Wall Base shall be of the type (Straight, Style A, or Cove, Style B), with a 
nominal height of (2-1/2" {63.5mm}, 3" {76.2mm}, 3-1/2" {88.9mm}, 4" {101.6mm}, 
4-1/2" {114.3mm}, 5" {127.0mm}, 5-1/2" {139.7mm} and 6" {152.4mm}) _________, 
in nominal lengths of (48" {1.22m}, or 120 ft. {36.576m}) _________, in the color 
stated __________, and 1/8" (3.175mm) nominal thickness. Must be installed with 
recommended Roppe Adhesive in accordance with the manufacturer installation 
instructions.

SANITARY WALL BASE shall be 4" (101.6mm) high with a 2" (50.8mm) Sanitary 
Toe. The toe shall be 1/8" (3.175mm) nominal thick. The length shall be (48" 
{1.22m}) nominal long and in the color selected _________.

      

#10 #15 #20 #30 #00#35#25 #85 #05#50 #55 #65 #75

pinnacle plus profiles

#90 #95

pinnacle plus rubber base (ts)
ARCHITECTS’ MATERIAL SPECIFICATIONS

Flooring accessories shown in the finish schedule or listed herein as Cove Base or Wall Base shall be 
1/8" (3.175mm) thick Type TS, THERMOSET VULCANIZED PINNACLE PLUS EXTRUDED RUBBER 
WALL BASE as manufactured by Roppe Corporation, Fostoria, Ohio. It shall be constructed of first 
quality materials, properly vulcanized, and shall be smooth and free from imperfections which detract 
from Its appearance. The base shall conform fully to all the requirements of Standard Specification 
F-1861, Type TS (Thermoset Vulcanized  Rubber), Group 1 (solid). All Wall Base shall be of the 
style __________ (Style B, Base Shoe or Cove), with a height of _________ (4" {101.6mm}, 4-9/16" 
{115.9mm}, 5" {127.0mm}, 5-1/4" {133.4mm}, 5-1/2" {139.7mm}, 5-5/8" {142.9mm}) nominal in the 
________ color stated, and 1/8" (3.175mm) nominal thickness. The length shall be  ________ (60 
ft.{18.288m} nominal or 120 ft.{36.576m}) nominal long based on  ___________ profile selected.  
Must be installed with recommended Roppe Adhesive in accordance with the manufacturer 
installation instructions.

TECHNICAL DATA	
Pinnacle Rubber Base:	 Meets ASTM F-1861 for Type TS Thermoset Vulcanized Rubber
Thickness:	 ASTM F-386, 1/8" (3.175mm) ±.015"
Flexibility:	 ASTM F-137, 1/4" (6.35mm) mandrel, no cracking or breaking
Staining:	 ASTM F-1861 Section 12, complies, no staining
Light resistance:	 ASTM F-1515, average Delta E less than 8.0
Chemical resistance:	 ASTM F-925, complies (chemicals listed in ASTM F 1861, 8.4.1-8.4.11)
Dimensional stability:	 ASTM F-1861, complies, ±.25% x length
Squareness:	 90 degrees ±.5 degrees
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alphabase® rubber base (ts)
ARCHITECTS’ MATERIAL SPECIFICATIONS
Flooring accessories shown in the finish schedule or listed herein 
as Cove Base or Wall Base shall be 1/8" (3.175mm) thick Type TS, 
THERMOSET VULCANIZED ALPHABASE® EXTRUDED RUBBER WALL 
BASE as manufactured by Roppe Corporation, Fostoria, Ohio. It 
shall be constructed of first-quality materials, properly vulcanized, 
and shall be smooth and free from imperfections which detract from 
its appearance. The base shall conform fully to all the requirements 
of Standard Specification F-1861, Type TS (Thermoset Vulcanized 
Rubber), Group 1 (solid). All Wall Base shall be of the type (Straight, 
Style A, or Cove, Style B), with a nominal height of (2-1/2" {63.5mm}, 
3" {76.2mm}, 3-1/2" {88.9mm}, 4" {101.6mm}, 4-1/2" {114.3mm}, 
5" {127.0mm}, 5-1/2" {139.7mm} and 6" {152.4mm}) _________, in 
nominal lengths of (48" {1.22m}, or  
120 ft. {36.576m})________, in the color stated _________, and 1/8" 
(3.175mm) nominal thickness. Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation 
instructions.
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contours profiled wall base systemTM

ARCHITECTS’ MATERIAL SPECIFICATIONS
Flooring accessories shown in the finish schedule or listed herein 
as Contours Profiled Wall Base SystemTM shall be Roppe 1/8” 
(3.175mm) to 3/8” (9.525mm) thick Type TP THERMOPLASTIC 
RUBBER EXTRUDED BASE furnished by Roppe Corporation, 
Fostoria, Ohio. It shall be constructed of first-quality materials 
and shall be smooth and free from imperfections which detract 
from its appearance. The base shall conform fully to the require-
ments of Standard Specifications F-1861, Type TP (Thermoplastic 
Rubber), Group 2 (layered). The wall base shall be 3” (76.2mm) 
or 7-3/4” (196.85mm) in height and in 8’ (2.44m) in length and in 
___________ (color stated). Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation 
instructions.

TECHNICAL DATA
Contours:	 Meets ASTM F-1861 for Type TP, Group 2, Style D
Profiles / Styles: 	 #00, #10, #45, #55, #60, #65, #85, #90
Nominal Height - #60: 	 3” (76.2 mm), 4 1/4” (107.95 mm)
Nominal Height - #65: 	 3” (76.2 mm), 4 5⁄8” (117.5 mm), 6” (152.40 mm)
Nominal Height - #00, #10, #90: 	 4” (101.6 mm)
Nominal Height - #85: 	 4 1/4” (107.95 mm), 6 1/4” (158.75 mm)
Nominal Height - #90: 	 4” (101.6 mm), 5 1/2” (139.7 mm)
Nominal Height - #45: 	 4 1/2” (114.3 mm), 7 3/4” (196.85 mm)
Nominal Height - #55: 	 5 1/2” (139.7 mm)
Nominal Thickness - #00, #10, #85: 	 1/4” (6.35 mm)
Nominal Thickness - #45, #55, #60, #65, #90: 	3/8” (9.53 mm)
Nominal Length: 	 8’ Sections (2.44 m)
Carton Quantity: 	 5 Pieces (40’ Total)
LEED v2009 IEQ Credit 4.1: 	 Qualifies
Critical Radiant Flux:	 ASTM E648 (NFPA 253) – Class I, > 0.45 W/cm2

Smoke Density:	 ASTM E662 (NFPA 258) – Passes, <450
Flammability:	 ASTM E84 – Class A
Acclimation Time: 	 48 Hours
Storage & Acclimation Temperature: 	 65° - 85° F

S P E C I F I C A T I O N Sproduct

contours
B A S E  P R O F I L E S

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV7045

novel
#45
packaged  
5-8’pcs./ 
40' per ctn.
PV4045

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV3060

4-1/2"
4"

serenity 
#10
packaged  
5-8’pcs./ 
40' per ctn.
PV4010

1/4"

7-3/4"

3"

nobility
#55
packaged  
5-8’pcs./ 
40' per ctn.
PV5055

5-1/2"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV4085

4-1/4"

fashion
#85
packaged  
5-8’pcs./ 
40' per ctn.
PV6085

6-1/4"

1/4"1/4"1/4"

4-1/4"

candid
#60
packaged  
5-8’pcs./ 
40' per ctn.
PV4060

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV3065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV4065

vertical
#65
packaged  
5-8’pcs./ 
40' per ctn.
PV6065

3"

4-5/8"

6"

5-1/2"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV5090

4"

simplicity
#00
packaged  
5-8’pcs./ 
40' per ctn.
PV4000

1/4" quarter round 
#350
C350V >  
40' coil

350V >  
10-12’pcs./ 
120' per ctn.

1/2"

4"

intrigue
#90
packaged  
5-8’pcs./ 
40' per ctn.
PV4090
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700 series wall base (tp)
ARCHITECTS’ MATERIAL SPECIFICATIONS
Flooring accessories shown in the finish schedule or listed herein as 
Cove Base or Wall Base shall be Roppe 1/8" (3.175mm) thick Type TP 
THERMOPLASTIC RUBBER EXTRUDED, 700 SERIES WALL BASE as 
manufactured by Roppe Corporation, Fostoria, Ohio. It shall be con-
structed of first-quality materials and shall be smooth and free from 
imperfections which detract from its appearance. The base shall conform 
fully to the performance requirements of Standard Specification F-1861, 
Type TP (Thermoplastic Rubber), Group 2 (layered). All wall base shall be 
of the type________ (Straight, Style A, or Cove, Style B), with a height 
of___________ (2-1/2" {63.5mm}, 4" {101.6mm}, or 6" {152.4mm}), in 
lengths of _________ (48" {1.22m} or 120 ft. {36.576m}), and in the color 
stated _______, and of 1/8" (3.175mm) thickness. Must be installed with 
recommended Roppe Adhesive in accordance with the manufacturer 
installation instructions.

TECHNICAL DATA
700 Series Base:	 Meets ASTM F-1861 for Type 
	 TP Thermoplastic Rubber
Thickness:	 ASTM F-386, 1/8" (3.175mm) ±.015"
Flexibility:	 ASTM F-137, 1/4" (6.35mm) mandrel, no
	 cracking or breaking
Staining:	 ASTM F-1861 Section 12, complies, no 
	 staining
Light resistance:	 ASTM F-1515, average Delta E less than 8.0
Chemical resistance:	 ASTM F-925, complies (chemicals listed in 
	 ASTM F-1861, 8.4.1-8.4.11)
Dimensional stability:	 ASTM F-1861, complies, ±.25% x length
Squareness:	 90 degrees ±.5 degrees

vinyl wall base (tv) 
ARCHITECTS’ MATERIAL SPECIFICATIONS

Flooring accessories shown in the finish schedule or listed herein as 
vinyl Cove Base or Wall Base shall be Type TV THERMOPLASTIC VINYL 
Roppe VINYL WALL BASE, furnished by Roppe Corporation, Fostoria 
Ohio. It shall be constructed of first quality materials and shall be 
smooth and free from any imperfections which detract from its appear-
ance. The base shall conform fully to the requirements of the Standard 
Specification F-1861, Type TV, Thermoplastic Vinyl, Group 2 (layered); 
Style A (Straight) or Style B (Cove). All wall base shall be ______ (2-1/2" 
{63.5mm}, 4" {101.6mm}, or 6" {152.4mm}) in height and in lengths of 
_______ (48" {1.22m} or 120 ft. {36.576m}). The wall base shall be of the 
type __________ (Straight or Cove), in _______ (.080" {2.03mm} or 1/8" 
{3.175mm}) gauge thickness, and in the _________ color stated. Must 
be installed with recommended Roppe Adhesive in accordance with the 
manufacturer installation instructions.

TECHNICAL DATA
Vinyl Base:	 Meets ASTM F-1861 for Type TV  
	 Thermoplastic Vinyl
Thickness:	 ASTM F-386, 1/8" (3.175mm) ±.015" or  
	 .080" (2.03mm) +.015"/ –.005"	
Flexibility:	 ASTM F-137, 1/4" (6.35mm) mandrel, no cracking  
	 or breaking
Staining:	 ASTM F-1861 Section 12, complies, no staining
Light resistance:	 ASTM F-1515, average Delta E less than 8.0
Chemical resistance:	 ASTM F-925, complies (chemicals listed in ASTM 		
	 F-1861, 8.4.1-8.4.11)
Dimensional stability:	 ASTM F-1861, complies, ±.25% x length
Squareness:	 90 degrees ±.5 degrees
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Outside
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Outside
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Outside
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installations.
No Toe:  
Adds a  
decorative 
touch to  
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vinyl wall base

BASE TYPE	 THICKNESS	 4 FT. PCS.	 120 FT. COILS
TV Vinyl			   2-1/2"	 (63.5mm)	 2-1/2"	 (63.5mm)
Standard Toe			   4"	 (101.6mm)	 4"	 (101.6mm)
& No Toe			   6"	 (152.4mm)	 6"	 (152.4mm)

	 .080" (2.03mm) &
	 1/8" (3.175mm)

CORNER TYPE	 LENGTH OF RETURN	 SIZES AVAILABLE
			   2-1/2"	 (63.5mm)
	 3"	 (76.2mm)	 4"	 (101.6mm)
			   6"	 (152.4mm)

No Toe, Outside	 3"	 (76.2mm)	 2-1/2"	 (63.5mm)
			   4"	 (101.6mm)

Standard Toe, Inside
Standard Toe, Outside

IC Standard
Toe, Inside

OC Standard 
Toe, Outside

NT OC
No Toe
OutsideSanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base

OC
Outside

NT OC
No-Toe
Outside

LT OC
Long Toe
Outside

UL OC
Underlap
Outside

Sanitary CornerOC
Outside

NT OC
No-Toe
Outside

LT OC
Long Toe
Outside

UL OC
Underlap
Outside

Sanitary Corner

corners
700 series wall base

CORNER TYPE	 LENGTH OF RETURN	 SIZES AVAILABLE
			   2-1/2"	 (63.5mm)
	 3"	 (76.2mm)	 4"	 (101.6mm)
			   6"	 (152.4mm)

No Toe, Outside	 3"	 (76.2mm)	 2-1/2"	 (63.5mm)
			   4"	 (101.6mm)

Standard Toe, Inside
Standard Toe, Outside

BASE TYPE	 THICKNESS	 4 FT. PCS.	 120 FT. COILS
TPR Rubber			   2-1/2"	 (63.5mm)	 2-1/2"	 (63.5mm)
Standard Toe	 1/8"	(3.175mm)	 4"	 (101.6mm)	 4"	 (101.6mm)
& No Toe			   6"	 (152.4mm)	 6"	 (152.4mm)

Standard Toe: 
For many  
installations.
No Toe:  
Adds a  
decorative 
touch to  
carpeted  
interiors.

IC Standard
Toe, Inside

OC Standard 
Toe, Outside

NT OC
No Toe
OutsideSanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base
SanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base
SanitaryButt

Toe Base 5/8"
Long

Toe Base 1"
Standard

Toe Base 5/8"
No

Toe Base

2.00"

Toe Base

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.
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dimensions rubber tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification 
for heavy traffic areas shall be Roppe’s _______(insert design name) 
RUBBER TILE, manufactured by Roppe Corporation, Fostoria, Ohio. 
The tile shall be homogeneously constructed of first quality resilient 
rubber compound, and shall conform to ASTM F-1344, Class 1. 
The tile shall be 19-11/16" x 19-11/16" (50cm x 50cm) size, 1/8" 
(3.175mm) gauge size, and in the color _________ (insert color) 
selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

raised design rubber  
floor tile 
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification 
for heavy traffic areas shall be Roppe’s _______(insert design name) 
RUBBER TILE, manufactured by Roppe Corporation, Fostoria, 
Ohio. The tile shall be homogeneously constructed of first quality 
resilient rubber compound, and shall conform to ASTM F-1344, 
Class 1. The tile shall be 19-11/16" x 19-11/16" (50cm x 50cm) 
size, 1/8" (3.175mm) gauge and in the color _________ (insert color) 
selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

safeTcork® rubber floor tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All tile floors shown in the finish schedule or listed in this specifica-
tion as rubber tile flooring shall be ROPPE SAFETCORK® RUBBER TILE, 
manufactured by Roppe Corporation, Fostoria, Ohio. The tile shall con-
form to ASTM F-1344, Class 1. The tile shall be ______ (1/8" {3.175mm} 
or 3/16" {4.76mm}) thick and size ________ (12" x 12" {304.8mm x 
304.8mm}, or 19-11/16" x 19-11/16" {50cm x 50cm} in 1/8" only). 
The color shall be _________ (insert color name & number). Must be 
installed with recommended Roppe Adhesive in accordance with the 
manufacturer installation instructions.

smooth finish rubber tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification 
for heavy traffic areas shall be Roppe’s _______ (insert design name) 
RUBBER TILE, manufactured by Roppe Corporation, Fostoria, Ohio. 
The tile shall be homogeneously constructed of first quality resilient 
rubber compound, and shall conform to ASTM F-1344, Class 1.  
The tile shall be ________ (insert size selected) (12" x 12" {304.8mm x 
304.8mm}, or 19-11/16" x 19-11/16" {50cm x 50cm}), 1/8" (3.175mm)  
or 3/16" (4.76mm) gauge size, and in the color _________ ((insert color 
name and number, {plain [P] or marbleized [M]} selected). Must be 
installed with recommended Roppe Adhesive in accordance with the 
manufacturer installation instructions.

lug-back vantage rubber  
floor tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification 
for heavy traffic areas shall be Roppe’s LUG-BACK VANTAGE 
RUBBER TILE, manufactured by Roppe Corporation, Fostoria, 
Ohio. The tile shall be homogeneously constructed of first quality 
resilient rubber compound, and shall conform to ASTM F-1344, 
Class 1. The tile shall be 19-11/16" x 19-11/16" (50cm x 50cm) size, 
13/64" (5.16mm) gauge size, and in the color _______ (insert color) 
selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

rubber tile specifications
Characteristic:	 Requirement	 ASTM  Test Method
Hardness:	 Min 85 Shore A	 D-2240
Static Load Resistance:	 < 0.005 in. (0.127mm) at 250lb. 	 F-970
		  (113.4kg) load	
Resistance to Short-Term 	 No more than slight change in	 F-925 
Chemical Exposure:	 surface dulling, Surface attack, or staining.
Resistance to Heat:	 Average Delta E not greater than 8.0	 F-1514
Abrasion Resistance:	 Less than 1 gram loss after 1,000 cycles	 D-3389
Dimensional Stability: 	 The dimensional change of the 	 F-2199 
		  rubber floor tile in both the machine  
		  direction (MD) and the across machine  
		  (AMD) shall not exceed 0.15%
Thickness:	 As specified 				  
  Smooth Surface Tile:	 + 0.005 in. (+ 0.127mm)	 F-386
  Molded Pattern Tile: 	 + 0.015/-0.005 in. (+0.381 mm/-0.127mm)	 F-386
  Embossed Pattern Tile: 	 + 0.015/-0.005 in. (+0.381 mm/-0.127mm)	 F-373
Size:	 Up to & including 12 by 12 in = + 0.016 in	 F-2055  
		  (+ 0.4mm) Larger than 12 by 12 in & up to &  
		  including 24 by 24 in = + 0.018 in. (+ 0.45mm).  
		  Larger than 24 by 24 in  = + 0.020 in. (+ 0.5mm) 
Squareness:	 Max, 0.010 in (0.254mm) max.	 F-2055
Quality of Cut: 	 0.005 in (0.127mm) max. 	 F-511

1. Roppe flooring adhesives must be used for the Roppe warranty to apply.  
	 Must be installed with recommended Roppe Adhesive in accordance with the 
	 manufacturer installation instructions.
2. For interior use only.
3. Proper maintenance on a regular basis is essential to the appearance and  
	 the wear life of the tile.
4. Tiles may have slight color variations not detected at the factory. All tiles must  
	 be dry laid and examined for color acceptance before being installed (see 
	 installation brochure).
5. Heavy sunlight penetration from direct or glass-filtered sources may cause fading.
6. Certain chemicals and various substances normally attack rubber formulations 
	 Roppe’s rubber tile should not be used in commercial or residential kitchens and 
	 or areas where impregnation from cooking oils, vegetable fats, etc., is likely to 
	 occur. If any particular chemicals or substances are going to be present in the
	 environment, adequate testing should be done in advance to ensure suitability 
	 for that application.
7. Certain oils and antioxidants sometimes used in the manufacture of rubber tires  
	 can cause staining and discoloration. In auto showrooms, for example, we 
	 recommend that tires NOT be allowed to come in direct contact with the tile;  
	 we suggest utilizing a pad made from carpet, Masonite®, scrap tile, etc. Call factory 
	 for specific details.
8. Not recommended for use in hospital operating rooms or computer rooms;  
	 NOT a conductive tile.

F-925 Resistance to Short-Term Chemical Exposure – When tested in accordance with 
Test Method F 925, the rubber floor tile shall have no more than a slight change in 
surface dulling, surface attack, or staining when exposed to the following chemicals:

> White vinegar (5% acetic acid)
> Rubbing alcohol (70% isopropyl alcohol) 
> Sodium hydroxide solution (5% NaOH)
> Hydrochloric acid solution (5% HCl)
> Sulfuric acid solution (5% H2SO4)
> Household ammonia solution (5% NH4OH) 
> Household bleach (5.25% NaOCl)
> Disinfectant cleaner (5% active phenol)

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.
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991 SLATE DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 42 lbs. (19.05kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

984 STRIPE DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 42 lbs. (19.05kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

983 RANDOM DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 42 lbs. (19.05kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

982 CRACKLE DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 42 lbs. (19.05kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

996 RAISED CIRCULAR VANTAGE DESIGN 
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 5/32" (3.97mm) with profile 	
	 1/8" (3.175mm) w/out profile 
Profile height: 	 3/64" (1.19mm)
Profile diameter:	 1-3/32" (27.78mm)

PACKAGING: 
No. per carton:	 16
Wt. per carton:	 50 lbs. (22.68kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

994 RAISED SQUARE DESIGN 
DIMENSIONS:
Size:	 19-11/16" x 19-11/16"
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm) w/out profile
	 9/64" (3.57mm) w/ profile
Profile height:	 1/32" (.79mm)
Profile width:	 1-5/8" (41.28mm)

PACKAGING: 
No. per carton:	 16
Wt. per carton:	 49 lbs. (22.23kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

993 TEXTURED DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 43 lbs. (19.50kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

LB996 LUG-BACK VANTAGE DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 		
	 (50cm x 50cm)
Thickness:	 13/64" (5.16mm) with profile 
	 11/64" (4.37mm) w/out profile
Profile height:	 1/32" (.79mm)
Profile diameter:	 1-3/32" (27.78mm)

PACKAGING:
No. per carton:	 10
Wt. per carton:	 40 lbs. (18.16kg)
Sq. ft. per carton:	 27 (2.5 sq. m)

995 HAMMERED DESIGN
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 43 lbs. (19.50kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

R24 HAMMERED DESIGN
DIMENSIONS:
Size:	 24" x 24"*
	 (609.6mm x 609.6mm)
Overall thickness:	 .080"* (2.032mm)
 
PACKAGING:           
No. per carton:	 20
Wt. per carton:	 60 lbs. (27.22kg)
Sq. ft. per carton:	 80 (7.43 sq. m)
 
*Available in Fiesta® or Health & Learning  
Rubber Tile ONLY

992 LOW PROFILE RAISED CIRCULAR DESIGN 
DIMENSIONS:
Size:	 19-11/16" x 19-11/16" 
	 (50cm x 50cm)
Overall thickness:	 1/8" (3.175mm) 
	 7/64" (2.78mm) w/out profile 
Profile height:	 1/64" (.4mm)
Profile diameter:	 1-9/64" (28.97mm)

PACKAGING:
No. per carton:	 16
Wt. per carton:	 42 lbs. (19.05kg)
Sq. ft. per carton:	 43 (3.99 sq. m)

976/978/969/970 SMOOTH DESIGN
DIMENSIONS:
Size:	 976/978: 12" x 12", (304.8mm x 304.8mm) 
	 969/970: 19-11/16" x 19-11/16" 
			  (50cm x 50cm)
Overall thickness:	 978/970: 1/8" (3.175mm)
	 976/969: 3/16" (4.76mm)

PACKAGING:
No. per carton:	 976: 36 per carton, 978: 45 per carton,  
	 969: 10 per carton, 970: 16 per carton
Wt. per carton:	 976: 54 lbs. (24.49kg), 978: 45 lbs. (20.41kg),
	 969: 40.5 lbs. (18.37kg), 970: 44 lbs. (19.95kg)
Sq. ft. per carton:	 976: 36 (3.34 sq. m), 978: 45 (4.18 sq. m),
	 969: 27 (2.49 sq. m), 970: 43 (3.99 sq. m)
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warning tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification 
for heavy traffic areas shall be Roppe’s WARNING RUBBER TILE, 
manufactured by Roppe Corporation, Fostoria, Ohio. The tile shall  
be homogeneously constructed of first quality resilient rubber compound, 
and shall conform to ASTM F-1344, Class 1. The tile shall be 24" x 24" 
size, 1/8" (3.175 mm) gauge size, and in the color _______ (insert color) 
selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

designer‘s choice® rubber floor tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for 
heavy traffic areas shall be Roppe’s _______(insert design name) RUBBER 
TILE, manufactured by Roppe Corporation, Fostoria, Ohio. The tile shall 
be homogeneously constructed of first quality resilient rubber compound, 
and shall conform to ASTM F-1344, Class 1. The tile shall be ___________
(insert size based on component) 1/8" (3.175mm) gauge and in the color 
_________ (insert color) selected. Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation 
instructions.

spike/skate rubber flooring
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for 
heavy traffic areas shall be Roppe’s SPIKE/SKATE RESISTANT RUBBER 
TILE, manufactured by Roppe Corporation, Fostoria, Ohio. The tile shall 
be homogeneously constructed of first-quality resilient rubber compound, 
and shall conform to ASTM F-1344, Class 1. The tile shall be 19-11/16" 
x 19-11/16" (50cm x 50cm) size, 1/4" (9.00mm) gauge and in the color 
_________ (insert color) selected. WT. Per carton: 9 pcs., 6.50 lbs., SQ. FT. 
Per Carton: 16.14 sq. ft/ctn. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

tuflex® titan recycled rubber tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe Tuflex® Titan Recycled Rubber Tile shown in the finish schedule 
or listed herein as ROPPE TUFLEX TITAN RECYCLED RUBBER TILE  
shall be  _________  (3/8" {9.00mm}) in nominal thickness, furnished by 
Roppe Corporation, Fostoria, Ohio. Each shall be smooth and free from 
imperfections which detract from its appearance, and contain no asbestos 
fiber. Tuflex Titan Recycled Rubber Tile shall be __________ (27" x 27" 
{685.8mm x 685.8mm} Square Tile and/or 27" x 27" nominal {609.6mm x 
609.6mm} Inter-Locking Tiles), and  
in the color __________ (list color) selected. Must be installed with 
recommended Roppe Adhesive in accordance with the manufacturer 
installation instructions.

recoil fitness flooring
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe Recoil Rubber Fitness Flooring shown in the finish schedule or 
listed herein as ROPPE RECOIL FITNESS FLOORING shall be  _________  
(5/32" {4.00mm}, 1/4" {6.00mm}, 3/8" {9.00mm} or 1/2" {12.00mm}) in 
nominal thickness, furnished by Roppe Corporation, Fostoria, Ohio. Each 
shall be homogeneous in construction and shall be smooth and free from 
imperfections which detract from its appearance, and contain no asbestos 
fiber. Rubber Flooring shall be __________ (36" x 36" nominal {914.4mm x 
914.4mm} Square Tile, 36" x 36" nominal {914.4mm x 914.4mm}  
Inter-Locking Tiles or 48" {1.22m} nominal in width by 49.5 feet {15.09m} 
nominal in length in Rolls), and in the color __________ (list color) selected 
and color chip percentage _____ (All black {no EPDM Color Chip} or 
10%, 15% or 20% - 90% EPDM Color Chip) stated. Must be installed with 
recommended Roppe Adhesive in accordance with the manufacturer 
installation instructions.

tuflex® spartus recycled rubber tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe Tuflex® Spartus Recycled Rubber Tile shown in the finish schedule 
or listed herein as ROPPE TUFLEX SPARTUS RECYCLED RUBBER TILE 
shall be  _________  (3/8" {9.00mm}) in nominal thickness,  furnished 
by Roppe Corporation, Fostoria, Ohio. Each shall be smooth and free 
from imperfections which detract from its appearance, and contain no 
asbestos fiber. Tuflex Spartus Recycled Rubber Tile shall be __________ 
(27" x 27" {685.8mm x 685.8mm} Square Tile and/or 27" x 27" nominal 
{609.6mm x 609.6mm} Inter-Locking Tiles), and in the color __________ (list 
color) selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

10% color

40% color

70% color

20% color

50% color

80% color

30% color

60% color

90% color

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

953 WARNING TILE DESIGN
Designed for use in areas such as stairwell 
landings to alert the visually impaired  
to approaching changes in elevation. It meets the  
guidelines of ANSI A117.1 1986 Section 4.27 
Detectable Warnings, and Title 24.

DIMENSIONS:
Size:	 24" x 24" 
	 (609.6mm x 609.6mm)
Overall thickness:	 1/8" (3.175mm)
	 1/32" (1.27mm) w/out profile

PACKAGING:
No. per carton:	 10
Wt. per carton:	 40 lbs. (18.1kg)
Sq. ft. per carton:	 40 (3.72 sq. m)

.080" 1/8"

151/64" 1/2" 29/32"
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non-vulcanized rop-cord rubber flooring
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy traffic 
area shall be ROPPE NON-VULCANIZED ROP-CORD as furnished by Roppe 
Corporation, Fostoria, Ohio. Rop-Cord Non-Vulcanized tile shall be homogenously 
constructed of select reclaimed commercial tile components, reinforced with a 
polyester non-woven fabric bonded to a thin adhesive layer. Tiles shall be 3/8" 
nominal thickness, shall conform to industry standards and shall contain no 
asbestos fiber. Floor covering shall be  
12" x 12" (304.8mm x 308.4mm) tiles, and in the color _________ selected (insert 
color name and number selected). Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

vulcanized rop-cord rubber flooring
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy 
traffic area shall be ROPPE VULCANIZED ROP-CORD as furnished by Roppe 
Corporation, Fostoria, Ohio. Rop-Cord Vulcanized tile shall be homogenously 
constructed of select reclaimed commercial tile components, reinforced with a 
polyester non-woven fabric bonded to a thin adhesive layer. Tiles shall be 3/8" 
nominal thickness, shall conform to industry standards and shall contain no 
asbestos fiber. Floor covering shall be  
12" x 12" (304.8mm x 308.4mm) tiles, and in the color _________ selected 
(insert color name and number selected). Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation instructions.

fiesta® tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy 
traffic areas shall be Roppe’s ______________ (insert color name 	 and 
number) Fiesta® RUBBER TILE, manufactured by Roppe Corporation, Fostoria, 
Ohio. The tile shall be homogeneously constructed of first-quality resilient 
rubber compound and shall conform to ASTM F-1344, Class 1. The tile shall be 
______________ (19-11/16" x 19-11/16" {50cm x 50cm} standard size or 12" x 
12" {304.8mm x 304.8mm} by special order in Textured or Hammered Design 
only) and in the color selected. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

marble fiesta® tile
ARCHITECT'S MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy 
traffic areas shall be Roppe’s ______________ (insert color name and number) 
Marble Fiesta® RUBBER TILE, manufactured by Roppe Corporation, Fostoria, 
Ohio. The tile shall be homogeneously constructed of first-quality resilient 
rubber compound and shall conform to ASTM F-1344, Class 1. The tile shall 
be ______________ [19-11/16" x 19-11/16" (50cm x 50cm) standard size] and in 
the color selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

marble fiesta® rubber stair treads
ARCHITECT'S MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy 
traffic area shall be Roppe Marble Fiesta® Rubber Stair Treads as furnished 
by Roppe Corporation, Fostoria, Ohio. Roppe Marble Fiesta® Rubber Stair 
Treads shall be homogeneous in construction of first quality materials, properly 
vulcanized, and shall be smooth and free of imperfections which detract from 
its appearance and contain no asbestos fiber.  Roppe Marble Fiesta® Rubber 
Stair Treads shall conform fully to all the requirements of Standard Specification 
ASTM F-2169, Type TS, Class 2 (Patterned), Group 1 (Abrasive) and Group 2 
(contrast for visually impaired). The Marble Fiesta® molded rubber stair treads 
shall be _______ (insert name and number) and shall be _____ in thickness 
(insert thickness). They shall have square nosing and a length of ______ (insert 
length - 36" {.91m}, 42" {1.07m}, 48" {1.22m}, 54" {1.37m}, 60" {1.52m}, 72 
{1.83m}, or special order up to 108" {2.73m} for style #30, #93, #96, #98 and 
#99 only). The color shall be _______ (specify by name and number). Must 
be installed with recommended Roppe Adhesive in accordance with the 
manufacturer installation instructions.

symmetry rubber tile
ARCHITECT'S MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for 
heavy traffic areas shall be Roppe's ______________ (insert color name and 
number) Symmetry RUBBER TILE, manufactured by Roppe Corporation, 
Fostoria, Ohio. The tile shall be homogeneously constructed of first-quality 
resilient rubber compound and shall conform to ASTM F-1344, Class 1. The 
tile shall be ______________ [19-11/16" x 19-11/16" (50cm x 50cm) standard 
size in 1/8" (3mm) #995 Hammered & #970 Smooth profiles or 24" x 24" 
(609.6mm x 609.6mm) .080" (2mm) #995 Hammered Design only] and in the 
color selected. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

health & learning premium vinyl tile
ARCHITECT'S MATERIAL SPECIFICATIONS

Roppe Health & Learning Premium Vinyl Tile manufactured by Roppe, 
Fostoria OH 44830. Roppe Health & Learning Premium Vinyl Tile shall be 
constructed of first quality materials and shall be free from imperfections. 
Tile shall be 1/8" (3 mm) gauge and 12" x 24" (304.8 mm x 609.6 mm) in size, 
_________ color (insert color) and style stated. Tile shall conform to Federal 
Specification ASTM F 1700 Solid Vinyl Floor Tile, Class III and shall meet 
Class 1 NFPA Life Safety Code. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

symmetry rubber stair treads
ARCHITECT'S MATERIAL SPECIFICATIONS

All floors shown in the finish schedule or listed in this specification for heavy 
traffic area shall be Roppe Symmetry Rubber Stair Treads as furnished by 
Roppe Corporation, Fostoria, Ohio. Roppe Symmetry Rubber Stair Treads 
shall be homogeneous in construction of first quality materials, properly 
vulcanized, and shall be smooth and free of imperfections which detract 
from its appearance and contain no asbestos fiber.  Roppe Symmetry 
Rubber Stair Treads shall conform fully to all the requirements of Standard 
Specification ASTM F-2169, Type TS, Class 2 (Patterned), Group 1 (Abrasive) 
and Group 2 (contrast for visually impaired). The Symmetry molded rubber 
stair treads shall be _______ (insert name and number) and shall be _____ 
in thickness (insert thickness). They shall have square nosing and a length of 
______ (insert length - 36" {.91m}, 42" {1.07m}, 48" {1.22m}, 54" {1.37m}, 60" 
{1.52m}, 72" {1.83m}in style #40/#41, #50/#51, #60/#61, #70/#71 and #95, or 
up to 108" {2.73m} in style #99 only). The color shall be _______ (specify by 
name and number). Must be installed with recommended Roppe Adhesive 
in accordance with the manufacturer installation instructions.

89

PRO
D

U
C

T SPEC
IFIC

A
TIO

N
S

PRODUCT SPECIFICATIONS



product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

northern timbers premium vinyl 
wood plank
ARCHITECTS’ MATERIAL SPECIFICATIONS
Roppe Northern Timbers manufactured by Roppe, Fostoria, OH 44830. 
Roppe Northern Timbers shall be constructed of first quality materials and 
shall be free from imperfections. Tile shall be .120” (3 mm) gauge and 4” 
x 36” (101.6 mm x 914.4 mm) in size, _____________ color (insert color) and 
style stated. Tile shall conform to Federal Specification ASTM F 1700 Solid 
Vinyl Floor Tile, Class III and shall meet Class 1 NFPA Life Safety Code. Must 
be installed with recommended Roppe Adhesive in accordance with the 

manufacturer installation instructions. 

northern timbers premium vinyl 
wood plank – loose-lay
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe Northern Timbers manufactured by Roppe, Fostoria, OH 44830. 
Roppe Northern Timbers shall be constructed of first quality materials 
and shall be free from imperfections. Tile shall be 5 mm gauge and 
6” x 48” (152.4 mm x 1,219.2 mm) in size, _____________ color (insert 
color) and style stated. Tile shall conform to Federal Specification 
ASTM F 1700 Solid Vinyl Floor Tile, Class III and shall meet Class 1 
NFPA Life Safety Code. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

northern parallels premium vinyl  
plank and tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe Northern Parallels manufactured by Roppe, Fostoria OH 44830. 
Roppe Northern Parallels shall be constructed of first quality materials 
and shall be free from imperfections. Tile shall be .120" (3 mm) gauge and 
__________ (18" x 18" {457.2 mm x 457.2 mm}, 12” x 24” (304.8 mm x 609.6 
mm) or 9-1/4”x 59-1/4” {234.9 mm x 1,504.9mm}) in size, _____________ 
color (insert color) and style stated. Tile shall conform to Federal 
Specification ASTM F 1700 Solid Vinyl Floor Tile, Class III and shall meet 
Class 1 NFPA Life Safety Code. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

 

envire® rubber sheet
ARCHITECT’S MATERIAL SPECIFICATIONS

Roppe Envire Rubber Sheet manufactured by Roppe Corporation, Fostoria, 
Ohio.  The sheet shall be homogeneously constructed of first-quality materials 
and conform to ASTM F-1859. The sheet shall be  .100” (2.54mm) in thickness, 
72” (1.83m) in width, 50’ (15.24m) in length shall be ________(color selected). 
Envire Rubber Sheet shall be free from objectionable odors, blisters, 
cracks and other imperfections, which will detract from the serviceability 
and appearance of the product and shall contain no asbestos fiber. Install 
Roppe Envire Rubber Sheet Flooring with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

envire® rubber tile
ARCHITECT’S MATERIAL SPECIFICATIONS

Roppe Envire Rubber Tile manufactured by Roppe Corporation, Fostoria, 
Ohio.  The tile shall be homogeneously constructed of first-quality materials 
and conform to ASTM F-1859. The tile shall be 24” x 24” (609.6mm x 
609.6mm), .100” (2.54mm) in thickness and in ____________ (color selected). 
Envire Rubber Tile shall be free from objectionable odors, blisters, cracks and 
otherimperfections, which will detract from the serviceability and appearance 
of the product and shall contain no asbestos fiber. Install Roppe Envire 
Rubber Tile with recommended Roppe Adhesive in accordance with the 
manufacturer installation instructions. 

safeTcork® fiesta® rubber floor tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

All tile floors shown in the finish schedule or listed in this specification as 
rubber tile flooring shall be ROPPE SAFETCORK® FIESTA® RUBBER TILE, 
manufactured by Roppe Corporation, Fostoria, Ohio. The tile shall conform 
to ASTM F-1344, Class 1. The tile shall be______ (1/8" {3.175mm}) thick and 
size______ (19-11/16" x 19-11/16" {50cm x 50cm}). The color shall be______
(insert color name & number). Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

safeTcork® vinyl tile
ARCHITECTS’ MATERIAL SPECIFICATIONS
Roppe SafeTcork® Vinyl Tile shown in the finish schedule or listed herein as  
Roppe _____ (insert design name {SAFETCORK OR SAFETCORK OPTIONS}) 
VINYL TILE shall be  0.080" (2 mm) in nominal thickness. The solid vinyl tile 
should conform fully to the requirements of Standard Specifications Type 
ASTM F 1700, Specification for Solid Vinyl Tile: Class I, Type A; Federal 
Specification SS-T-312B, Type III furnished by Roppe Corporation, Fostoria, 
Ohio. Each shall be constructed of first-quality materials and shall be smooth 
and free from imperfections which detract from its appearance, and contain 
no asbestos fiber. Solid Vinyl tile shall be __________ (12" x 12" {304.8mm 
x 304.8mm}, 24" x 24" {609.6mm x 609.6mm} or 36" x 36" {914.4mm x 
914.4mm}) in size and in the color __________stated and in either _______ 
(insert Straight or Pre-Grooved) Edge. Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation instructions.
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esd static dissipative  
control solid vinyl tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

The solid, homogeneous ESD Static Dissipative Control Solid Vinyl 
Tile shown in the finish schedule or listed herein shall be Roppe 
ESD DISSIPATIVE STATIC CONTROL FLOORING as manufactured 
by Roppe Corporation, Fostoria, Ohio. It shall be constructed 
of first-quality materials and shall be smooth and free from 
imperfections which detract from its appearance. The ESD  
Static Control solid vinyl tile, Dissipative, shall conform to  
ASTM F-1700, Class 1, Type A. The resistance of the tile will be  
higher than the average of 1,000,000 ohms and less than the 
average of 100,000,000 ohms as tested in accordance with  
NFPA 99 2-6.3.8, ASTM F-150, UL 779, and ANSI/ESD S7.1. 
The tile shall be 1/8" (3.175mm) in thickness and of size _______ 
(specify 12" x 12" {304.8mm x 304.8mm}, 24" x 24" {609.6mm 
x 609.6mm}, or 36" x 36" {914.4mm x 914.4mm}) and in color 
______ (specify color number and name). {Note: For specifications 
in areas where the installation is to be heat welded, state as 
follows: “The tile shall be formulated and pre-grooved for Roppe 
Unitized Installation.”} Must be installed with recommended 
Roppe Adhesive in accordance with the manufacturer installation 
instructions.

PRODUCT SPECIFICATIONS
Size:	 12" x 12" (304.8mm x 304.8mm)
	 24" x 24" (61cm x 61cm)
	 36" x 36" (91.4cm x 91.4cm)

Thickness:	 1/8" (3.175mm)

No. per carton:	 45 – 12" x 12"
	 14 – 24" x 24"
		  6 – 36" x 36" 

Wt. per carton:	 54 lbs. – 12" x 12"
	 63 lbs. – 24" x 24"
	 43 lbs. – 36" x 36"

Sq. ft. per carton:	 45 (4.18 sq. m)

esd rubber tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

Roppe ESD Rubber Tile manufactured by Roppe, Fostoria, OH 
44830. Roppe ESD Rubber Tile shall be constructed of first-quality 
materials and shall be free from imperfections. Tile shall be Static 
Dissipative Rubber Tile. Tile shall be .080" gauge and 24" x 24" in size, 
_____________ color (insert color) and style stated. Tile shall conform 
to Federal Specification ASTM F 1344 Rubber Floor Tile and shall meet 
Class 1 NFPA Life Safety Code. (Static Dissipative tile shall meet the 
electrical resistance requirements of NFPA 99 in effect at the time of 
purchase. ESD Rubber tiles shall have an average electrical resistance 
of 1.0 x 106 to 1.0 x 109 ohms when measured according to NFPA 99 or 
ASTM F 150.) Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

esd static conductive  
control solid vinyl tile
ARCHITECTS’ MATERIAL SPECIFICATIONS

The solid, homogeneous ESD Conductive Static Control Solid Vinyl 
Tile shown in the finish schedule or listed herein shall be Roppe ESD 
CONDUCTIVE STATIC CONTROL FLOORING as manufactured by 
Roppe Corporation, Fostoria, Ohio. It shall be constructed of first-quality 
materials and shall be smooth and free from imperfections which detract 
from its appearance. The ESD Static Control solid vinyl tile, Conductive, 
shall conform to ASTM F-1700, Class 1, Type A. The resistance of the 
ESD Conductive Static Control Flooring shall be less than an average 
of 1,000,000 ohms and shall be more than an average of 25,000 ohms 
as tested in accordance with NFPA 99 2-6.3.8, ASTM F-150, UL 779, and 
ANSI/ESD S7.1 at 10 volts or 100 volts. The tile shall be 1/8" (3.175mm) 
in thickness and of size _______ (specify 12" x 12" {304.8mm x 304.8mm}, 
24" x 24" {609.6mm x 609.6mm}, or 36" x 36" {914.4mm x 914.4mm}) 
and in color ______ (specify color number and name). {Note: For 
specifications in areas where the installation is to be heat welded, state 
as follows: “The tile shall be formulated and pre-grooved for Roppe 
Unitized Installation.”} Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

rubber & vinyl risers
ARCHITECTS’ MATERIAL SPECIFICATIONS
Roppe rubber & vinyl risers manufactured by Roppe, Fostoria, OH 
44830. Rubber & Vinyl Risers shall be constructed of first quality 
materials and shall be free from imperfections. Risers shall be _______ 
material (Rubber or Vinyl) in 7" x _____ in size (insert size [Rubber 36", 
42", 48", 54", 60", 72", 78", 84", 96" or 108"][Vinyl 50']), __________ 
in color (insert color). Risers shall meet Class 1 NFPA Life Safety Code. 
Must be installed with recommended Roppe Adhesive in accordance 
with the manufacturer installation instructions.

rubber & vinyl stringers
ARCHITECTS’ MATERIAL SPECIFICATIONS
Roppe rubber & vinyl stringers manufactured by Roppe, Fostoria, OH 
44830. Rubber & Vinyl Stringers shall be constructed of first quality 
materials and shall be free from imperfections. Stringers shall be 
_______ material (Rubber or Vinyl) in 10" x _____ in size (insert size 
[Rubber 6'][Vinyl 50']), __________ in color (insert color). Stringers 
shall meet Class 1 NFPA Life Safety Code. Must be installed with 
recommended Roppe Adhesive in accordance with the manufacturer 
installation instructions.

smooth/diamond landing mats
ARCHITECTS’ MATERIAL SPECIFICATIONS
Roppe Smooth / Diamond Landing Mats manufactured by Roppe, 
Fostoria, OH 44830. Smooth / Diamond Landing Mats shall 
be constructed of first quality materials and shall be free from 
imperfections. Landing Mats shall be _______ material (Smooth / 
Diamond) in 27" x 27" (685.8 mm x 685.8 mm) in size, __________ 
color (insert color). Landing Mats shall meet Class 1 NFPA Life Safety 
Code. Must be installed with recommended Roppe Adhesive in 
accordance with the manufacturer installation instructions.

D
IM

EN
SIO

N
S

91

PRO
D

U
C

T SPEC
IFIC

A
TIO

N
S

PRODUCT SPECIFICATIONS



abrasive strip design & smooth design rubber stair treads
ARCHITECTS’ MATERIAL SPECIFICATIONS
All floors shown in the finish schedule or listed in this specification shall be _______ (1/8" {3.175mm}, 3/16" {4.76mm} or 1/4" {6.35mm})  
nominal thickness shall conform to industry standards and shall contain no asbestos fiber. Abrasive Strip Design & Smooth Design Rubber 
Stair Treads shall be ____ (72" {1.83m}) in length and in the _________ color shade selected in either square or round nose. Must be 
installed with recommended Roppe Adhesive in accordance with the manufacturer installation instructions.

rubber stair treads
ARCHITECTS’ MATERIAL SPECIFICATIONS
All stair treads indicated in the finish schedule or otherwise listed in this specification shall be MOLDED RUBBER STAIR TREADS, manufactured by 
Roppe Corporation, Fostoria, Ohio. The treads shall be homogeneously constructed of first-quality resilient rubber compound and the color (and 
marbleization, if applicable) shall extend throughout the thickness of the tread. All treads shall be free from objectionable odors, blisters, cracks 
and other imperfections which will detract from the serviceability and appearance of the treads. Stair treads shall conform to ASTM F-2169, Type TS, 
Composition A, Types 1, 2 and 4. The molded rubber stair treads shall be type ______________ (insert number and name) and shall be ______________ 
(insert thickness). They shall have ______________ (round or square) nosing and a length of ______________ [72" (1.83m) maximum standard, or special 
orders up to 9 ft. (2.73m) (styles #30, #93, #96, #98 and #99 only)].  The color shall be ______________ (specify by number and name). Must be installed 
with recommended Roppe Adhesive in accordance with the manufacturer installation instructions.

rubber stair treads compliance guide
Part	 Design	 Nose Type	 ADA - 	 ADA - Static Coefficient	 NFPA & ASTM	 ANSI A117.1-	 California Title 24,	 Relief Cut	 Tapered 	
			   Nose Stair Treads	 of Friction (COF)	 (See below for details)	 2003 (See below	 Section 3306(r)		  Nose 
		   				    for details)	 (See below for details)	

30	 Diamond	 Square	 C	 C	 C	 C	 A	 Y	 Y

31	 Diamond	 Round		  C	 C	 C	 A	

40	 Heavy-Duty Abrasive Strip	 Square		  C	 C	 C	 C

41	 Heavy-Duty Abrasive Strip	 Round		  C	 C	 C	 C

50	 Light-Duty Abrasive Strip	 Square		  C	 C	 C	 C	

51	 Light-Duty Abrasive Strip	 Round		  C	 C	 C	 C	

60	 Heavy-Duty Smooth	 Square		  C	 C	 C	 A

61	 Heavy-Duty Smooth	 Round		  C	 C	 C	 A

70	 Light-Duty Smooth 	 Square		  C	 C	 C	 A	

71	 Light-Duty Smooth 	 Round		  C	 C	 C	 A	

80	 Light-Duty Ribbed	 Square		  C	 C	 C	 A	

81	 Light-Duty Ribbed	 Round		  C	 C	 C	 A	

92	 Low Profile Raised Circular Design 	 Square		  C	 C	 C	 A		

93	 Textured Design 	 Square		  C	 C	 C	 A		

94	 Raised Square Design 	 Square		  C	 C	 C	 A		

95	 Hammered Design with Riser	 Square		  C	 C	 C	 A		

96	 Raised Circular Vantage with Riser	 Square	 C	 C	 C	 C	 A	 Y	 Y

97	 Raised Circular Vantage with  

	 Extended Depth 	 Square	 C	 C	 C	 C	 A	 Y	 Y

98	 Raised Circular Vantage without Riser	 Square	 C	 C	 C	 C	 A	 Y	 Y

99	 Hammered Design without Riser	 Square		  C	 C	 C	 A		

 A = Style available with abrasive steps (special order). C = Meets compliance standards. Y = Style available.

raised and smooth design rubber stair treads
ARCHITECTS’ MATERIAL SPECIFICATIONS
All floors shown in the finish schedule or listed in this specification shall be Roppe _______(profile number) RAISED DESIGN RUBBER 
STAIR TREADS as furnished by Roppe Corporation, Fostoria, Ohio. Roppe Raised Design Rubber Stair Treads shall be homogeneous in 
construction of first quality materials, properly vulcanized, and shall be smooth and free of imperfections which detract from its appear-
ance and contain no asbestos fiber. The Rubber Stair Tread shall conform fully to all the requirements of Standard Specification ASTM 
F-2169, Type TS. Rubber Stair Tread shall be _____ (1/8" {3.175mm}, 3/16" {4.76mm}, 13/64" {5.15mm} or 1/4" {6.35mm}) nominal thick-
ness shall conform to industry standards and shall contain no asbestos fiber. Raised Design Rubber Stair Treads shall be 72" (1.83m) in 
length, or up to 9' (2.73m) maximum standard in Style #30 Diamond Square Nose, #93 Textured Design, #98 Raised Circular Vantage 
Design Tread, and #99 Hammered Design without riser, and in the _________ color shade selected in either square or round nose. Must 
be installed with recommended Roppe Adhesive in accordance with the manufacturer installation instructions.
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fiesta® rubber stair treads 
ARCHITECTS’ MATERIAL SPECIFICATIONS 
All floors shown in the finish schedule or listed in this specification for heavy traffic area shall be ROPPE FIESTA® RUBBER STAIR TREAD as  
furnished by Roppe Corporation, Fostoria, Ohio. Roppe Fiesta Rubber Stair Treads shall be homogeneous in construction of first 
quality materials, properly vulcanized, and shall be smooth and free of imperfections which detract from its appearance and contain 
no asbestos fiber. The Fiesta Rubber Stair Tread shall conform fully to all the requirements of Standard Specification ASTM F-2169, Type TS, 
Class 2 (Patterned), Group 1 (Abrasive) and Group 2 (contrast for visually impaired). The Fiesta molded rubber stair treads shall be _______ 
(insert name and number) and shall be _____ in thickness (insert thickness). They shall have square nosing and a length of ______ (insert length 
- 36" {.91m}, 42" {1.07m}, 48" {1.22m}, 54" {1.37m}, 60" {1.52m}, 72 {1.83m}, or special order up to 108" {2.73m} for style #30, #93, #96, #98 
and #99 only). The color shall be _______ (specify by name and number). Must be installed with recommended Roppe Adhesive in accordance 
with the manufacturer installation instructions.

safeTcork® rubber stair treads 
ARCHITECTS’ MATERIAL SPECIFICATIONS 
All floors shown in the finish schedule or listed in this specification for heavy traffic area shall be ROPPE SAFETCORK® RUBBER STAIR TREAD 
as furnished by Roppe Corporation, Fostoria, Ohio. Roppe SafeTcork Rubber Stair Treads shall be homogeneous in construction of first qual-
ity materials, properly vulcanized, and shall be smooth and free of imperfections which detract from its appearance and contain no asbestos 
fiber. The SafeTcork Rubber Stair Tread shall conform fully to all the requirements of Standard Specification ASTM F-2169, Type TS, Class 2 
(Patterned), Group 1 (Abrasive) and Group 2 (contrast for visually impaired). The SafeTcork molded rubber stair treads shall be_______ (insert 
name and number) and shall be _____ in thickness (insert thickness). They shall have square nosing and a length of ______ (insert length - 36" 
{.91m}, 42" {1.07m}, 48" {1.22m}, 54" {1.37m}, 60" {1.52m}, 72" {1.83m}, or special order up to 108" {2.73m} for style #30, #93, #96, #98 and 
#99 only). The color shall be _______ (specify by name and number). Must be installed with recommended Roppe Adhesive in accordance 
with the manufacturer installation instructions.

vinyl stair treads 

ARCHITECTS’ MATERIAL SPECIFICATIONS 
All stair treads listed in the finished schedule or listed in the specification as Vinyl Stair Treads shall be ROPPE VINYL STAIR TREADS as 
furnished by Roppe Corporation, Fostoria, Ohio. The treads shall be homogeneously constructed of first-quality raw material, and shall be 
smooth and free of imperfections which detract from its appearance and contain no asbestos fiber. The treads shall conform fully with ASTM 
F-2169; Standard Specification for Resilient Stair Treads: Type TV; Class 2; Group 1 & 2. The vinyl treads shall be type ________ (insert number 
and name) and shall be 5/32" {3.968mm}, 1/4" {6.35mm} nominal thickness. They shall be _____ (specify round or square nose), and nominal 
length of ______ (specify length) in the color selected (specify color). Must be installed with recommended Roppe Adhesive in accordance 
with the manufacturer installation instructions.

metal stair treads 

ARCHITECTS’ MATERIAL SPECIFICATIONS 
All aluminum treads shown in the finish schedule or listed in this specification for heavy traffic area shall be ROPPE METAL STAIR TREADS as 
furnished by Roppe Corporation, Fostoria, Ohio. Roppe Metal Stair Treads aluminum base shall be constructed of heat treated exterior grade 
aluminum 6063T3 and filled with a UV stable, chemical-resistant, closed-cell, anti-slip epoxy coating combined with mineral abrasive grits that 
are uniform throughout providing anti-slip properties and construction of first quality materials, and shall be smooth and free of imperfections 
which detract from its appearance and contain no asbestos fiber. Roppe Metal Stair Treads shall be .250" (6.35 mm) nominal thickness, shall 
conform to industry standards. Roppe Metal Stair Treads shall be .250" (6.35mm) in nominal thickness, ___ (mm) in nominal depth, ______ 
(mm) in nominal length and in either single color or color combinations __________ stated. Must be installed with recommended Roppe 
Adhesive in accordance with the manufacturer installation instructions.

Roppe Tread Packaging includes 50% recycled content in styrofoam and 35-40% recycled content in boxes.

3.0" 10.0" 10.0" 10.0" 3.0"
36.0"

2" 11.0" 11.0" 11.0" 11.0"
48.0"

2"

11⁄2"

15⁄8"

9.0"

 




 6.14"

7.00"
0.22"

0.75"











4.00"

1.
19

"

0.22"

1.02"

9"  METAL  TREAD

7.5"  METAL  TREAD

11"  METAL  TREAD

7"  METAL  PLATE 4"  METAL  NOSINGS

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

4.00"

1.
19

"

0.22"

1.02" 1.86"

93

PRO
D

U
C

T SPEC
IFIC

A
TIO

N
S

PRODUCT SPECIFICATIONS



#30 SQUARE NOSE DESIGN TREADS*
Length:	 36" (.91 m) to 108" (2.73m)
Depth: 	 12-1/16" (304.8mm) nominal from  
	 inside of nose
Thickness: 	 3/16" tapering to 1/8"  
	 (4.76mm to 3.175mm) nominal
Nose Length: 	 1-9/16" (39.70mm) nominal
Nose Thickness: 	 1/8" (3.175mm) nominal
Tapered Nose: 	 Yes
Relief Cut Nose: 	 Yes

PACKAGING: 	  
No. Per Carton:	 6 per carton up to 72" (1.83 m) nominal, 
	 4 treads per carton for lengths greater  
	 than six feet 
Wt. per linear ft: 	 2.25 lbs (3.35kg per linear meter)

#31 ROUND NOSE DESIGN TREADS* 
Length:	 36" (.91 m) to 72" (1.83m)
Depth: 	 12-5/16" (304.8mm) nominal from inside of nose.
Thickness: 	 1/4" tapering to 3/16" (6.35mm to 4.76mm) 		
	 nominal
Nose Length: 	 1-3/8" (34.93mm) nominal	
Nose Thickness: 	 7/64" (2.78mm) nominal
Tapered Nose: 	 No
Relief Cut Nose: 	 No

PACKAGING: 	
No. per carton:	 6 
Wt. per linear ft: 	 2.25 lbs (3.35kg per linear meter)
	

diamond
3⁄16"

13⁄8"

1⁄4"

125/16"

3⁄4" Radius

#31 DIAMOND RD NOSE

1⁄8"
19⁄16"

3⁄16"

121/16"

#30 DIAMOND SQ NOSE

Trim mark on back to cut off where 3/16" tile will be flush.

abrasive strip
#40 & #41 HEAVY-DUTY ABRASIVE STRIP DESIGN TREADS
Length:	 36" (.91m) to 72" (1.83m) nominal
Depth:	 12-5/16" (311.2m) nominal from inside of nose
Thickness:	 1/4" (6.35mm) tapering to 3/16" (4.76mm) nominal
Nose Length:	 #40 1-9/16" (39.70mm) nominal, #41 1-3/8" (34.93mm) nominal
Nose Thickness:	 3/16" (4.76mm) nominal
Tapered Nose:	 No
Relief Cut Nose:	 No

#50 & #51 LIGHT-DUTY ABRASIVE STRIP DESIGN TREADS
Length:	 36" (.91m) to 72" (1.83m) nominal
Depth:	 12-5/16" (311.2m) nominal from inside of nose
Thickness:	 3/16" (4.76mm) tapering to 1/8" (3.175mm) nominal
Nose Length:	 #50 1-9/16" (39.70mm) nominal, #51 1-3/8" (34.93mm) nominal
Nose Thickness:	 1/8" (3.175mm) nominal 
Tapered Nose:	 No
Relief Cut Nose:	 No

PACKAGING: 	  
No. Per Carton:	 Heavy-Duty: 6
	 Light-Duty: 10
Wt. per linear ft.:	 Heavy-Duty: 2.5 lbs. (3.73kg per linear meter)
	 Light-Duty: 1.5 lbs. (2.24kg per linear meter)

3⁄4" Radius

1⁄8"

13⁄8"

3⁄16"

125/16"

#51 LIGHT-DUTY RD NOSE

3⁄4" Radius

3⁄16"

13⁄8"

1⁄4"

125/16"

#41 HEAVY-DUTY RD NOSE

3⁄16"

19⁄16"

1⁄4"

125/16"

#40 HEAVY-DUTY SQ NOSE

1⁄8"

19⁄16"

3⁄16"

125/16"

#50 LIGHT-DUTY SQ NOSE

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

* Abrasive strips can be added to rubber treads #30/31, #60/61,  
#70/71, #80/81, #92, #93, #94, #95, #96, #97, #98 and #99.

Styles #40/41 and #50/51 come standard with  
2-3/4" abrasive strip only.

* Rubber inserts can be added to rubber treads #30/31, #60/61,  
#80/81, #92, #93, #94, #95, #96, #97, #98 and #99.
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#60, #61 – RUBBER DESIGN TREADS* 
Length:	 36" (.91m) to 72" (1.83m) nominal
Depth:	 12-5/16" (304.8m) nominal from inside  
	 of nose
Thickness:	 1/4" (6.35mm) tapering to 3/16"  
	 (4.76mm) nominal 
Nose Length:	 #60 1-9/16" (39.70mm) nominal,  
	 #61 1-3/8" (34.93mm) nominal
Nose Thickness:	 3/16" (4.76mm) nominal
Tapered Nose:	 No
Relief Cut Nose:	 No

#70, #71 – LIGHT-DUTY SMOOTH RUBBER TREADS*
Length:	 36" (.91m) to 72" (1.83m) nominal
Depth:	 12-3/8" (311.2m) nominal  
	 from inside of nose
Thickness:	 1/8" (3.175mm) nominal
Nose Length:	 #70 1-9/16" (39.70mm) nominal,  
	 #71 1-3/8" (34.93mm) nominal
Nose Thickness:	 1/8" (3.175mm) nominal 
Tapered Nose:	 No
Relief Cut Nose:	 No

smooth

3⁄4" Radius

3⁄16"

125⁄16"

13⁄8"

1⁄4"
#61 HEAVY-DUTY RD NOSE

3⁄4" Radius

1⁄8"

13⁄8"

1⁄8"

123⁄8"

#71 LIGHT-DUTY RD NOSE

#60 HEAVY-DUTY SQ NOSE

3⁄16"

125⁄16"

19⁄16"

1⁄4"

#70 LIGHT-DUTY SQ NOSE
1⁄8"

123⁄8"

19⁄16"

1⁄8"

#80 LIGHT-DUTY RIB SQUARE NOSE*
Length: 	 36" (.91m) to 72" (1.83m) nominal
Depth: 	 12-1/4" (311.2mm) nominal from 
	 inside of nose
Thickness: 	 1/8" (3.175mm) tapering to .080" 
	 (2.03mm) nominal
Length: 	 1-9/16" (39.70mm) nominal
Nose Thickness: 	 1/8" (3.18mm) nominal
Tapered Nose: 	 No
Relief Cut Nose: 	 No

PACKAGING:
No. per carton: 	 10
Wt. per linear ft.: 	 1.25lbs (1.87kg per linear meter) 

#81 LIGHT-DUTY RIB ROUND NOSE*
Length: 	 36" (.91m) to 72" (1.83m) nominal
Depth: 	 12-1/4" (311.2mm) nominal from 
	 inside of nose
Thickness: 	 1/8" (3.175mm) tapering to .080" 
	 (2.03mm) nominal
Nose Length: 	 1-3/8" (34.93mm) nominal
Nose Thickness: 	 9/64" (3.58mm) nominal
Tapered Nose: 	 No
Relief Cut Nose: 	 No

PACKAGING:
No. per carton: 	 10
Wt per linear ft.: 	 1.25lbs (1.87kg per linear meter) 

rib

#81 LIGHT-DUTY RIB RD NOSE

3⁄4" Radius
.080"

13⁄8"

1⁄8"

121⁄4"

#80 LIGHT-DUTY RIB SQ NOSE

.080"

121⁄4"

1⁄8"

19⁄16"

Styles #60/61 and #70/71 available in smooth;   
2" abrasive strip available in styles #60/61 only.

Roppe Tread Packaging includes 50% recycled content in styrofoam and 35-40% recycled content in boxes.

95

PRO
D

U
C

T SPEC
IFIC

A
TIO

N
S

PRODUCT SPECIFICATIONS



product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.

* Abrasive strips can be added to rubber treads #30/31, #60/61,  
#70/71, #80/81, #92, #93, #94, #95, #96, #97, #98 and #99.

textured profile

7/32"13/64"
19⁄16"

125⁄8"

#93 TEXTURED DESIGN TREADS*
Length:	 36" (.91m) to 108" (2.73m)
Depth: 	 12-5/8" (314.3mm) nominal  
	 from inside of nose.
Thickness: 	 13/64" (5.15mm) tapering to  
	 7/32" (5.5mm) nominal. 
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 5/32" (3.97mm) nominal
Tapered Nose: 	 Yes
Relief Cut Nose: 	 No

PACKAGING: 	
No. per carton:	 6 treads per carton up to 72"  
	 (1.83m) nominal, four treads per  
	 carton for lengths greater than  
	 six feet
Wt. per linear ft.: 	 1.7 lbs (2.51kg per linear meter)

hammered profile

5/64"
1 9⁄16"

20 5⁄8"

#95 HAMMERED SQUARE NOSE ONE-PIECE  
	 TREAD AND RISER*
Length: 	 36" (.91m) to 72" (1.83m) 
Depth: 	 20-5/8" (520.7mm) nominal  
	 from inside of nose
Thickness: 	 13/64" (5.16mm) stair tread,  
	 riser tapers to 5/64" (1.98mm) nominal 
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 1/8" (3.18mm) nominal
Tapered Nose: 	 Yes
Relief Cut Nose: 	 No

PACKAGING: 	
No. per carton:	 6
Wt. per linear ft.: 	 2.5 lbs (3.73kg per linear meter) 

Not available in 9 foot (2.73m) lengths
All lengths are nominal

1⁄32" Raised Square

1⁄4"

15⁄8"

1⁄8"
19⁄16"

125/16"

#94 RAISED SQUARE DESIGN* 
Length:  	 36" (.91m) to 72" (1.83m) 
Depth: 	 12-5/16" (311.2mm) nominal 	
	 from inside of nose.
Thickness: 	 1/4" (6.35mm) tapering to 1/8"  
	 (3.175mm) nominal 
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 1/4" (6.35mm) nominal 
Tapered Nose: 	 No 
Relief Cut Nose: 	 No 

PACKAGING:
No. per carton:	 6
Wt per linear ft.: 	 2.2 lbs (3.28kg per linear meter)

raised square

low profile

1/8"3/16"
19⁄16"

121⁄2"

#92 LOW PROFILE RAISED CIRCULAR DESIGN*
Length:  	 36" (.91m) to 72" (1.83m) 
Depth: 	 12-1/2" (311.2mm) nominal from  
	 inside of nose.
Thickness: 	 3/16" (4.76mm) tapering to 1/8"  
	 (3.175mm) nominal 
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 9/64" (3.57mm) nominal 
Tapered Nose: 	 No
Relief Cut Nose: 	 No

PACKAGING: 	
No. per carton:	 6
Wt. per linear ft.: 	 1.5 lbs (2.24kg per linear meter)	

* Rubber inserts can be added to rubber treads #30/31, #60/61,  
#80/81, #92, #93, #94, #95, #96, #97, #98 and #99.
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5⁄64"
19⁄16"

1⁄4"

207⁄16"

15⁄64"3⁄64" Raised Disk

rubber raised circular  
vantage design
#96 RAISED CIRCULAR VANTAGE DESIGN  

ONE-PIECE TREAD AND RISER*
Length:  	 36" (.91m) to 108" (2.73m) 
Depth: 	 20-7/16" (520.7mm) nominal from inside  
	 of nose to 5/64" (1.98mm) nominal
Thickness: 	 1/4" (6.35mm) nominal tread portion,  
	 riser tapers 
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 3/16" (4.76mm) nominal 
Tapered Nose: 	 Yes
Relief Cut Nose: 	 Yes

PACKAGING: 	
No. per carton:	 6
Wt. per linear ft.: 	 2.5 lbs (3.73kg per linear meter)

#97 EXTENDED LENGTH VANTAGE DESIGN* 
Length:  	 36" (.91m) to 72" (1.83m) 
Depth: 	 15" (381mm) nominal from 
	 inside of nose.
Thickness: 	 1/4" (6.35mm) tapering to 
	 3/32" (2.41mm) nominal
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 3/16" (4.76mm) nominal 
Tapered Nose: 	 Yes
Relief Cut Nose: 	 Yes

PACKAGING: 	
No. per carton:	 6
Wt. per linear ft.: 	 2 lbs (2.98kg per linear meter)

3⁄32"
19⁄16"

1⁄4"

15"

15⁄64"3⁄64" Raised Disk

#98 VANTAGE PROFILE W/O RISER*
Length:  	 36" (.91m) to 108" (2.73m)
Depth: 	 12-1/16" (304.8mm) nominal from  
	 inside of nose.
Thickness: 	 3/16" (4.76mm) tapering to  
	 1/8" (3.175mm) nominal
Nose Length: 	 1-9/16" (39.70mm) nominal 
Nose Thickness: 	 1/8" (3.18mm) nominal 
Tapered Nose: 	 Yes
Relief Cut Nose: 	 Yes

PACKAGING: 	
No. per carton:	 6 treads per carton up to 72"  
	 (1.83m) nominal four treads per carton  
	 for lengths greater than six feet
Wt. per linear ft.: 	 2 lbs (2.98kg per linear meter)

3⁄16"

19⁄16"

1⁄8"

121⁄16"

Trim Mark

Roppe Tread Packaging includes 50% recycled content in styrofoam and 35-40% recycled content in boxes.

hammered profile
#99 HAMMERED SQUARE NOSE TREAD W/O RISER*
Length: 	 36" (.91m) to 108" (1.83m) 
Depth: 	 12-1/2" (520.7mm) nominal  
	 from inside of nose
Thickness: 	 13/64" (5.16mm) stair tread tapering  
	 to 1/8" (3.18mm) nominal 
Nose Length: 	 2" (50.80mm) nominal 
Nose Thickness: 	 1/8" (3.18mm) nominal
Tapered Nose: 	 No
Relief Cut Nose: 	 No

PACKAGING: 	
No. per carton:	 6
Wt. per linear ft.: 	 2.0 lbs (2.95kg per linear meter)
All lengths are nominal

121⁄2"

2"

13⁄64" 1⁄8"
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light-duty rib
#16 & #17 – LIGHT-DUTY RIB TREAD
Length:	 42" (1.07m), 48" (1.22m) 
	 or 72" (1.83m)
Depth:	 12-13/32" (315.12mm)
Thickness:	 5/32" (3.96mm) to 5/64" (1.984mm)

PACKAGING:
No. per carton:	 10
Wt. per ft.:	 1.30 lb. (0.59kg per m)

heavy-duty rib
#18 & #19 – HEAVY-DUTY RIB TREAD
Length:	 42" (1.07m), 48" (1.22m)  
	 or 72" (1.83m)
Depth:	 12-1/2" (317.5mm)
Thickness:	 1/4" (6.35mm) to 1/8" (3.175mm) 

PACKAGING:
No. per carton:	 6
Wt. per ft.:	 1.80 lbs. (0.816kg per m)

vinyl stair treads

#16 LIGHT-DUTY SQ NOSE

#17 LIGHT-DUTY RD NOSE

#18 HEAVY-DUTY SQ NOSE

#19 HEAVY-DUTY RD NOSE

12-13/32"

12-11/32"

12-1/2"

12-1/2"

5/64"

5/64"

1/8"

1/8"

5/32"

5/32"

15/64"

15/64"

2" 5/32"

5/32"
29/32"

13/16"

2" 1/4"

1/4"

product specifications
All product dimension measurements are  
nominal in accordance with ASTM standards.
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Roppe products are warranted for a period of one (1) year 
from date of installation to be free of defects in material 
and workmanship on all first quality products. Limited 
Wear Warranty also applies to specific products for non-
transit use, based by product design and installation 
purpose, if installed, maintained and used strictly in 
accordance with Roppe’s written instructions and installed 
with the recommended Roppe Adhesive. Refer to Roppe 
Product 10-Part Specification Sheet before proceeding 
with installation. For any applications not listed, do not 
proceed with installation regardless of the circumstance. 
It is the Flooring Installer’s direct responsibility to inspect 
and loose lay the flooring in the room or area prior to 
installation to determine the proper layout and best overall 
appearance. Flooring Installer must inspect all material 
for manufacturing imperfections and irregularities prior to 
installation. All manufacturing imperfections or irregularities 
must be reported to the appropriate authority. Any defective 
material will be replaced at no charge, if the defect is 
found prior to installation. Roppe will not be liable for 
labor costs for material that is installed with manufacturing 
imperfections and irregularities. Roppe reserves the right 
to inspect the manner and quality of installation of its 

product claimed defective. In no event shall Roppe be 
liable for incidental or consequential damages, even if some 
other provision of this Limited Warranty is unenforceable. 
Roppe will not be liable for labor costs or lost profits 
resulting from the use of or inability to use the product.

Roppe shall have no liability whatsoever to Buyer in the 
event the goods become defective if such defect is caused 
in whole or part by cuts, tears, vandalism, fire, willful 
destruction, damage from high heels, spiked footwear, 
improper installation, improper maintenance, subfloor and/
or substrate irregularities, accidents, natural causes, or acts 
of God. Products designated as “seconds,” “mill run,” 
“non-conforming,” not being of first quality, are sold as-is 
and Roppe makes no warranties whatsoever, expressed 
or implied, with respect thereto, including warranties 
of merchantability or fitness for a particular use. These 
warranties are expressly in lieu of any other warranties 
expressed or implied. Roppe products not designed for 
use in or near commercial kitchens. Roppe products are not 
designed for outdoor installations, unless specifically noted. 

Contact Roppe for limitations, exclusions and additional 
warranty details. Or for 10-Part Specification Sheets and 
warranty information, visit our Web site at roppe.com.

Roppe Corporation, U.S.A.
1602 North Union Street
Fostoria, Ohio 44830-1158

1.800.537.9527
419.435.8546
Fax: 419.435.1056

roppe.com
E-mail: sales@roppe.com

all products
1 - Y E A R  L I M I T E D  W A R R A N T Y

Roppe is proud to be a member of the following organizations, committed to the advancement of excellence in their fields:
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proudly made in the

Your link to Roppe products and LEED® documentation.
For more information, please visit: roppe.com.

Explore your options 
with our online 
FLOORING DESIGNER 
at roppe.com
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